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About us
SWIT Electr◦门 ics Co., Ltd. was founded in 1996, specialized in developing and manufacturing 
broadcast and film industry products, including4K/UHDcamera/studio monitors, wireless video 
transmission, Pro-camera batteries, chargers and power solutions, on-camera lightings and studio 
lightings.

SWIT headquarters locate in Nanjing, China, and SWIT European sub com pany locates in 
Nordrhein-Westfalen, Germany; SWIT America sub com pany locates in California, USA.
SWIT owns an independent R&D center and has been granted more than 50 in ternational patents.

Over the years, SWIT has gained great reputation w orldw ide  fo r the outstanding and innovative 
products, and established an international d is tribu tion  netw ork covering more thanlOO countries and 
regions a ll around the w orld.

The tradem ark <<SWITw has been registered in more than 60 countries w orldw ide, and has been rated 
as the W ell-known Brand o f Nanjing City, and supported by the  government.

In 2014, SWIT was listed on the stock exchange (stock code 430461). Quality, Reliability, Creativity and 
C om patib ility  are w ha t you can find in SWIT, the trusted brand and choice.



Global Distribution

PACIFIC
OCEAN

Product Lines

Monitor

Include Camera-top, Field /  

Studio, rack mount monitors, 

upto4K/UHD12GSDI,for 

broadcasters and filmmakers. 

Full range video scopes, 

3DLUT, auto calibration, e tc

Wireless

Professional 5GHz 3G-SDI & 

HDMI wireless transmission 

system from 150m to 3km, 

D FS com ply, wall-cross, for 

field productions, director 

monitoring, drones, e tc

Battery

Full range of V-mount, Gold 

mount, NP-1 style, various DV 

batteries, and chargers, 

power stations for cameras, 

lights and all related 

equipments.

Light

Offer Camera-top news light, 

LED panels, LED Fresnels and 

Flexible lights for ENG, 

interview, studio and film , 

w ith high performance COB 

and SMD LEDs.
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Camera Monitor

CM-55C
5.5-inch 4K-HDMI Camera Monitor

♦ 5.5-inch IPS LCD, 1920X1080 FHD
♦ HDMI 1.4 (4K30p) input
♦ Single joystick scene edit and switch operation
♦ 2x4x Quick zoom-in and Pan
♦ Peaking, Focus assist and precision adjust
♦ Waveform, Vector scope, Histogram
♦ Build-in 30 kinds of camera De-log 3DLUTs
♦ User3DLUTs upload by SD card
♦ 2-ch HDMI audio meters display
♦ Super False color, Zebra stripes, Anamorphic
♦ Battery slot fo r both NP-F and LP-E6
♦ DC out w ith dummy battery adaptors fo r cameras

■  Standard package

30cm HDMI-Acable T ilt Arm Bracket

■  Optional Add-on Bundles

MA-55C1
SONYa7ll/a7RII/a7SII

SONYNP-FW50 
Dummy Battery +

Micro HDMI cable 
(30cm)

MA-55C2
SONYa7lll/a7RIII/a9

SONYNP-FZ100 
Dummy Battery +

Micro HDMI cable 
(30cm)

MA-55C3
Panasonic GH4/GH5/GH5S

Panasonic BLF19 
Dummy Battery +

Micro HDMI cable 
(30cm)

M A-55C4
Canon 5D2/3/4,6D/2,7D/2

Canon LP-E6 
Dummy Battery +

Mini HDMI cable 
(30cm)

Dummy battery adaptors fo r cameras

■  Specifications:

Model CM-55C
LCD size 5.5-inch

Display area 121X68mm

Resolution 1920X1080
Picture Color depth 16.77 M colors

Viewing angle 178°(H)/178°(V)

Brightness /  Contrast 450nits, 1000:1

Input
HDMI 4K 30pH D M I1.4X l

SD card (Firmware &  LUT) SD card X I

Output Analog audio 3.5mm socket X I

DC input Micro USB (5-17V), Battery 6-8.4V

DC output 3.5/1.35mm pole-tap, 6.5-8.4V

General Power consumption <5.5W

Dimensions 156X78X20mm

Weight 160g
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I Camera Monitor

CM-S75F
7-inch 3000nits Super Bright Monitor

♦ 7-inch IPS LCD, 192〇x  1200 FHD, 3000nits super bright
♦ 3G/HD-SDI input and loop out
♦ HDMI 1.4 (4K30p) input and loop out
♦ 2x4x Quick zoom-in and Pan
♦ Peaking focus assist and precision adjust
♦ Waveform /  Vector /  Histogram
♦ Built-in PQ/HLG HDR&30xSDR Delog Luts
♦ 16x User3DLUT upload by SD card
♦ 2-ch SDI/HDMI audio meters display
♦ False color, Zebra, Anamorphic De-Squeeze
♦ Built-in NP-F plate and V-mount plate fo r option

CM-S75C
7-inch 3000nits Super Bright Monitor

♦ 7-inch IPS LCD, 1920X1200 FHD, 3000nits super bright
♦ HDMI 1.4 (4K30p) input and loop out
♦ 2x4x Quick zoom-in and Pan
♦ Peaking focus assist and precision adjust
♦ Waveform /  Vector /  Histogram
♦ Built-in PQ/HLG HDR &30x SDR Delog Luts
♦ 16x User 3DLUT upload by SD card
♦ 2-ch HDMI audio meters display
♦ False color, Zebra, Anamorphic De-Squeeze
♦ Built-in NP-F plate and V-mount plate fo r option

■  Specifications:

Model CM-S75F CM-S75C
LCD size 7-inch 7-inch

Display area 151.2X 94.5mm 151.2X94.5mm

Picture
Resolution 1920X1200 1920X1200

Color depth 16J7 million colors 16.77 million colors

Viewing angle 1605(H)/120*(V) 160fl(H)/120a(V)

Brightness / Contrast 3000nits, 1200:1 300011113,1200:1

5DI 3G/HD-SDI X I -

Input HDMI 4K30pH DM IL4X l 4K30pHDMI L 4 X 1

SD card {Firmware & LUT) SD card X I SD card X I

SDI loop out 3G/HD-SDI X I -

Output HDMI loop out 4K30p HDMI 1.4X1 4K30pHDMI1.4Xl

Analog audio 3.5mm socket X I 3.5mm socket X I

Working voltage DC 11V-17V, NP-F battery 6-8.4V DC 11V-17V, NP-F battery 6-8.4V

General
Power consumption < ia 8 w 矣  16.2W

Dimensions 192X1163X24 Jmm 192X1163X24.7mm

Weight 450g 438g
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Camera Monitor

S-1053F
5.5-inch Cine Camera Monitor

♦ 5.5-inch optical bonding LCD, 1920X1080 FHD
♦ Aluminium CNC housing, th inner and solid
♦ 3G/HD/SD-SDI input & loop output
♦ HDMI input and converted to  SDI output
♦ 16-ch audio meters and select any 2-ch to  output
♦ 9 steps quick zoom-in and pan
♦ Peaking focus assist w ith  precision adjustment
♦ Build-in multi-camera De-log3DLuts and User3DLuts upload
♦ Waveform, Vector scope, histogram
♦ Zebra stripes, R/G/B/Mono, False color, Multiple markers
♦ 6.5-36V DC in and S-7003 series various DV plates for option

S-1073F
7-inch Cine Camera Monitor

♦ 7-inch optical bonding LCD, 1920X1200 FHD
♦ Aluminium CNC housing, th inner and solid
♦ 3G/HD/SD-SDI input & loop output
♦ HDMI input & loop out, converted to  SDI output
♦ 16-ch audio meters and select any 2-ch to  output
♦ 9 steps quick zoom-in and pan
♦ Peaking focus assist w ith  precision adjustment
♦ Build-in multi-camera De-log3DLuts and User3DLuts upload
♦ Waveform, Vector scope, histogram
♦ Zebra stripes, R/G/B/Mono, False color, Multiple markers
♦ GPI contro l and soft Tally display
♦ 6.5-36V DC in and S-7006 series V/Gold/DV plates fo r option

■  Specifications:

Model S-1053F S-1073F
LCD size 5,5-inch 7-inch

Display area 121X68mm 151.2 X94*5mm

Picture Resolution 1920X1080 1920X1200

Color depth 16.77 million colors 16.77 million colors

Viewing angle 160*(H)/160*(V) 160*(H)A60*(V)

Brightness / Contrast 400nits, 1000:1 400nits, 1000:1

SDI 3G/HD/SD-SDI X I 3G/HD/SD-SDI X2

HDMI HDMI L3 X I HDMI L3 X I

input CVBS - CVBS X I

Analog audio - 3*5mm socket X I

USB (Firmware &LUT) Micro USB X I USB X I

SDI Loop out 3G/HD/SD-SDI X I 3G/HD/SD-SDI X I

Output HDMI loop out (Converted to SDI out) HDMI L3 X I  & Converted to SDI out

Analog audio 3.5mm socket X I 3«5mm socket X I

Working voltage DC/Battery S.5V-36V DC/Battery 6^V-36V

Power consumption 12W 12W
General Dimensions 151X91X32mm 184Xl2〇X33mm

Weight 375g 610g
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I Camera Monitor

S-1093F
9-inch FHD Broadcast Camera Monitor

♦ 9-inch IPS LCD, 1920X1200 resolution
♦ 3G/HD/SD-SDI, HDMI, CVBS m onitoring
♦ 16-ch audio meters and select any 2-ch to  output
♦ Waveform Y/Cb/Cr/R/G/B and single line
♦ Vector scope, R/G/B/Y histogram
♦ AFD, H/V delay, SDI timecode display
♦ Focus assist, Zebra, R/G/B/Mono, False color
♦ TSL UMD and text TALLY display
♦ Front /  Rear TALLY light and GPI control
♦ 4pin XLR DC in & S-7004 series V/Gold/DV plates for option
♦ USB firmware upgrade

S-1093H
9-inch FHD Broadcast Camera Monitor

♦ 9-inch IPS LCD, 1920X1200 resolution
♦ 3G/HD/SD-SDI, HDMI, CVBS m onitoring
♦ 2-ch SDI/HDMI embedded audio meter display
♦ AFD, H/V delay, SDI timecode display
♦ Focus assist, Zebra, R/G/B/Mono, False color
♦ TSL UMD and text TALLY display
♦ Front /  Rear TALLY light and GPI control
♦ 4pin XLR DC in & S-7004 series V/Gold/DV plates for option
♦ USB firmware upgrade

■  Specifications:

Model S-1093F S-1093H
LCD size 9-inch 9-inch

Display area 192X 12〇mm 192 X  120mm

Picture Resolution 1920X1200 1920X1200

Color depth 16,77 million colors 16,77 million colors

Viewing angle 170"(H)/170fl(V) 170*{H)/170*(V)

Brightness / Contrast 450nits, 1000:1 450nits, 1000:1

SDI 3G/HD/SD-SDIX2 3G/HD/SD-SDIX2

HDMI HDMI 1.3 X I HDMI 13 X I
Input CVBS CVBS X I CVBS X I

Analog audio 3.5mm socket X I 3^mmsocketxi

USB (firmware upgrade) USBX1 USBX1

SDI loop out 3G/HD/SD-SDI X2 3G/HD/SD-SDI X2

Output HDMI loop out HDMI 1.3 X I HDMI 13 X I

CVBS Loop out CVBS X I CVBS X I

Analog audio 3*5mm socket X I 3*5mm socket X I

Power consumption «18W <18W

Working voltage DC/Battery6^-24V DC/Battery6.5-24V

General Dimension 241X178 X50mm 241X178X50mm

Weight 960g 960g
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Camera Monitor |

CM-S73H
7-inch 3000nits Super Bright Monitor

♦ 7-inch IPS LCD, 1920X1200 resolution
♦ 3000nits super bright for outdoor productions
♦ 3G/HD/SD-SDI input & loop output
♦ HDMI 2.0 (4K60p) input & loop output
♦ 16-ch audio meters and select any 2-ch to  output
♦ 9-steps quick zoom-in and pan
♦ Focus assist w ith  precision adjustment
♦ Built-in PQ/HLG HDR and multi-camera SDR Delog Luts
♦ User 3DLUTs upload by USB
♦ On-screen TALLY display and GPI control
♦ Zebra stripes, False color, Blue only
♦ 6.5-17V DC in and S-7006 series V/Gold/DV plates for option
♦ USB firmware upgrade

S-1071H+
7-inch Broadcast Camera Monitor

♦ 7-inch FFS LCD, 1024X600 resolution
♦ 3G/HD/SD-SDI, HDMI, CVBS m onitoring
♦ 2-ch SDI/HDMI embedded audio meter display
♦ AFD, H/V delay, SDItimecode display
♦ Focus assist, Zebra, R/G/B/Mono, False color
♦ TSL UMD and text TALLY display
♦ Front /  Rear TALLY light and GPI control
♦ 4pin XLR DC in & S-7004 series V/Gold/DV plates fo r option
♦ USB firmware upgrade

■  Specifications:

Model CM-S73H S-1071H+
LCD size 7-inch 7-inch

Display area 151.2X94^mm 153.6 X 90mm

Picture Resolution 1920X1200 1024X600

Color depth 16,77 million colors 16.77 million colors

Viewing angle 16D*{H)/120*CV) 160#(H)/160*(V)

Brightness / Contrast 3000nits, 1200:1 400nits, 900:1

SDI 3G/HD/SD-SDIX2 3G/HD/SD-SDI X I

HDMI 4K60pHDMI2.0Xl HDMI L3 X I
Input CVBS - CVBS X I

Analog audio — RCALX1, RX1

USB (firmware upgrade) USBX1 USBX1

SDI loop out 3G/HD/SI>-SDI X I 3G/HD/SD-SDI X I

Output HDMI loop out 4K60pHDMI2.0Xl HDMI 1.3 X I

CVBS loop out - CVBS X I

Analog audio 3*5mm socket X I 15mm socket X I

Power consu mption <26W <10W

Working voltage DC/Battery6.5-17V DC/Battery 6.5-17V

General Dimension 187X137X41mm 192X139X47mm

Weight 500g 550g
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UHD HDR Broadcast Monitor
4K Panel/8K input | lOOOnitHDR | Self-calibration

4K&8K
12G-SDI X4

UHD Panel, 4K&8K interfaces:
► 4X12G-SDI (4KSingle/Quad 
link and 8K Quad link)
► HDMI2.0 4K60P
► 12GSDI via SFP (Optional)
► ST2110 IP via SFP (Optional)

HDR
▼

HLG/PQ/S-log3

Up to  lOOOnits high bright 
panel and support the 
follow ing HDR standards:
► HLG
► Dolby Vision PQ
► SONYS-Log3

AUTO
3DLUT Calibration

Built-in 3DLUT calibration 
software, support X-rite i l  and 
JETI Specbos 1211 probes to 
directly connect w ith m onitor 
and automatically calibrate 
w ith in 15min. Delta E<1.0.



Studio Monitor

4 K  12G 1000 HLG Auto
3840 x4 nits PQ Calibration

BM-U245HDR
23.8-inch 4K H DR Studio Monitor

♦ 23.8-inch lO b it lOOOnits LCD, 3840X2160 UHD
♦ 18-bit signal processing
♦ 12G -SD I4 in4out, 8K inputready
♦ HDMI2.0(4K60P) input
♦ 12GSDI via fiber input by optional SFP adaptor
♦ 4-ch 12G/6G/3G/HD-SDI/HDMI mixed multiview
♦ Rec.2020, DCI-P3, Rec.709 color gamut select
♦ HLG1000, PQ1000, S-log3 HDRselect
♦ Payload ID identified EOTF, colorspace etc
♦ 3DLut Auto Self-calibration w ithout PC
♦ User 3DLuts upload by USB
♦ Audio/Video Zero latency for lip-sync
♦ Waveform /  Vector /  Histogram /  Eye pattern
♦ 16-ch audio meters /  Lissajous pattern
♦ IP Webserver remote control

BM-U275HDR
27-inch 4K HDR Studio Monitor

4 K  12G i 〇〇〇 HLG Auto
3840 x4 nits PQ Calibration

27-inch lO bit lOOOnits LCD, 3840X2160 UHD 
18-bit signal processing 
12G-SDI 4 in 4 out, 8K input ready 
HDMI2.0(4K60P) input
12GSDI via fiber input by optional SFP adaptor 
4-ch 12G/6G/3G/HD-SDI/HDMI mixed multiview 
Rec.2020, DCI-P3, Rec.709 color gamut select 
HLG1000, PQ1000, S-log3 HDR select 
Payload ID identified EOTF, colorspace etc 
3DLut Auto Self-calibration w ithou t PC 
User3DLuts upload by USB 
Audio/Video Zero latency fo r lip-sync 
Waveform /  Vector /  Histogram /  Eye pattern 
16-ch audio meters /  Lissajous pattern 
IP Webserver remote control
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| Studio Monitor

Z |K  12G HLG Auto
3840 x4 PQ Calibration

BM-U175
17.3-inch 4K Studio Monitor

♦ 17.3-inch 3840X2160 UHD LCD
♦ 18-bit signal processing
♦ 12G-SDI 4 in 4 out, 8K input ready
♦ HDMI2.0 (4K60P) input
♦ 12GSDI via fiber input by optional SFP adaptor
♦ 4-ch 12G/6G/3G/HD-SDI/HDMI mixed multiview
♦ Rec.2020, DCI-P3, Rec.709 color gamut select
♦ HLG1000, PQ1000, S-log3 HDR select
♦ Payload ID identified EOTF, color space etc
♦ 3DLut Auto Self-calibration w ithout PC
♦ User 3DLuts upload by USB
♦ Audio/Video Zero latency fo r lip-sync
♦ Waveform /  Vector /  Histogram /  Eye pattern
♦ 16-ch audio meters /  Lissajous pattern
♦ IP Webserver remote control
♦ 19-inch 7U rack mountable

12G HLG Auto
x4 PQ Calibration

BM-U245
23.8-inch 4K Studio Monitor

♦ 23.8-inch lO bit 3840X2160 UHD LCD
♦ 18-bit signal processing
♦ 12G-SDI 4 in 4 out, 8K input ready
♦ HDMI2.0 (4K60P) input
♦ 12GSDI via fiber input by optional SFP adaptor
♦ 4-ch 12G/6G/3G/HD-SDI/HDMI mixed multiview
♦ Rec.2020, DCI-P3, Rec.709 color gamut select
♦ HLG1000, PQ1000, S-log3 HDR select
♦ Payload ID identified E〇TF, color space etc
♦ 3DLut Auto Self-calibration without PC
♦ User3DLuts upload by USB
♦ Audio/Video Zero latency for lip-sync
♦ Waveform /  Vector /  Histogram /  Eye pattern
♦ 16-ch audio meters /  Lissajous pattern
♦ IP Webserver remote control
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Studio Monitor

■ 3DLUT Auto Self-Calibration

Traditional 3DLUT calibration need to connect a computer with 
3DLUT calibration software, and the computer generate color 
patterns, read by color sensors and the 3DLUT software calculate 
and generate calibration cube. Then upload the calibration cube to 
the monitor to calibrate.

BM-U series 4K monitors has built-in 3DLUT calibration software 
(copyright), support X-rite i l  pro and Jeti Specbos 1211 probes to 
directly connect with the monitor USB port.
The monitor generates color patterns by itself, and the color probes 
read the color, send color info to monitor via USB. Then the monitor 
generates 3DLUT cube internally and calibrate itself automatically.

Calibration time: X-rite i l  15min, Specbos 121145min 
Calibration result: AE<1.0

Directly connect 
Probe via USB

JETI Specbos 1211 (Dedicated version)

■  Specifications:

Model BM-U175 BM-U245 BM-U245HDR BM-U275HDR 1
LCD Size 17.3-inch 23.8-inch 23.8-inch 27-inch
Display area 381.88X214.82mm 527.04X296.46mm 527.04X 296.46mm 596.74 X335.66mm
Resolution

LCD
3840X2160 3840X2160 3840X2160 3840X2160

Viewing angle H/V: 1787178° H/V: 1787178° H/V: 178°/178° H/V: 1787178°
Brightness/Contrast 3 0 0 n its /800:1 3 0 0 n its /1000:1 1000n its /1000:1 1 000n its /1000:1
Color depth 8-bit 16.77M colors 10-bit 1.073G colors 10-bit 1.073G colors 10-bit 1.073G colors
Color gamut 91.5% DCI-P3 94.1% DCI-P3 91.9%DCI-P3 97.2% DCI-P3
SDI 12G/6G/3G/HD/SD-SDI X 4 ^ 12G/6G/3G/HD/SD-SDI X4 12G/6G/3G/HD/SD-SDI X 4  — 12G/6G/3G/HD/SD-SDI X4
HDMI 4K60pH DM I2.0X l 4K60pH DM12.0 X I 4K60pHDMI2.0 X I 4K60pH DM12.0 X I

SFP 12GSDI via Fiber x i(o p tio n a l) 12GSDI via Fiber X l(op tiona l) 12GSDI via Fiber X l { 〇 pti〇 naD 12GSDI via Fiber X l(op tiona l)
Input UMD RS485 X I RS485 X I RS485 X I RS485 X I

GPI (Tally) RS485 X I RS485 X I RS485 X I RS485 X I
Ethernet RJ45 1000Mbps X I RJ45 1000Mbps X I RJ45 1000Mbps X I RJ45 1000Mbps X I
Firmware/LUT USB X I USB X I USB X I USB X I
SDI 12G/6G/3G/HD/SD-SDI X4 12G/6G/3G/HD/SD-SDI X4 12G/6G/3G/HD/SD-SDI X4 12G/6G/3G/HD/SD-SDI X 4

Output UMD RS485 X I RS485 X I RS485 X I RS485 X I

Analog audio 3.5mm socket X I 3.5mm socket x i 3.5mm socket x i 3.5mm socket X I

AC input AC 100-240V,50/60Hz AC100-240V,50/60Hz AC 100-240V,50/60Hz AC 100-240V, 50/60HZ

DC input DC 12V-17V DC 12V-17V DC 12V-17V -
Power consumption <60W <70W <120W 彡 130W

Working temperature 0°C~+50°C 〇 °C~+50°C 0°C~+50°C 0°C~+50°C

General Working hum idity 10%~90% 10% 〜 90% 10%〜 90% 10%~90%

Storage temperature -15°C~+60°C -15°C~+60°C -15°C~+60°C -15°C~+60°C

Storage hum idity 10%〜90% 10% 〜 90% 10% 〜 90% 10%~90°/o

Dimension 436 X310.8X 88.8mm 580.9 X 392.3 X 88.8mm 593X404.5X92mm 652.3 X  433.1 X 88.8mm

Net weight 5.9kg 8.87kg ______ 10kg 11kg
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Studio Monitor

12G 100% Auto
SD I DCI-P3 Calibration

BM-H215
21.5-inch WCG 4K Ready Studio Monitor
♦ 21.5-inch 1920X1080 IPS LCD Panel
♦ 100% DCI-P3 wide color gamut coverage
♦ 12G-SDI in&loop and 4x3G-SDI 4K input
♦ HDMI2.0 (4K60P) input
♦ 4-ch 12G/6G/3G/HD-SDI/HDMI mixed multiview
♦ 3DLut Auto Self-calibration w ithout PC
♦ User 3DLuts upload by USB
♦ Audio/Video Zero latency for lip-sync
♦ Waveform /  Vector /  Histogram
♦ 16-ch audio meters /  Lissajous pattern
♦ IP Webserver remote control

12G 100% Auto
SDI DCI-P3 Calibration

BM-H245
23.8-inch WCG 4K Ready Studio Monitor

♦ 23.8-inch 1920X1080 IPS LCD Panel
♦ 100% DCI-P3 wide co lor gam ut coverage
♦ 12G-SDI in&ioop and 4x3G-SDI 4K input
♦ HDMI2.0 (4K60P) input
♦ 4-ch 12G/6G/3G/HD-SDI/HDMI mixed multiview
♦ 3DLut Auto Self-calibration w ithout PC
♦ User 3DLuts upload by USB
♦ Audio/Video Zero latency for lip-sync
♦ Waveform /  Vector /  Histogram
♦ 16-ch audio meters /  Lissajous pattern
♦ IP Webserver「emote control

■  Specifications:

LCD Size 21.5-inch 23.8-inch

Resolution 1920X1080 1920X1080

Viewing angle H/V: 1787178° H/V: 1787178°
LC D Brightness/Contrast 2 5 0 n its /4000:1 2 5 0 n its /1000:1

Color depth 8-bit 16.77M colors 8-bit 16.77M colors

Color gamut 100% DCI-P3 100% DCI-P3

SDI in i 12G/6G/3G/HD/SD-SDI X I 12G/6G/3G/HD/SD-SDI X I

SDI in2/3/4 3G/HD/SD-SDI X3 3G/HD/SD-SDI X3

HDMIin 4K60pH DM12.0 X I 4K60pHDMI2.0 X I

Input UMDin RS485 X I RS485 X I

GPI (Tally) in RS485 X I RS485 X I

Ethernet RJ45 lOOOMbpsXl RJ45 lOOOMbpsXl

Firmware/LUT USB X I USB X I

SDI lo o p l 12G/6G/3G/HD/SD-SDI X I 12G/6G/3G/HD/SD-SDI X I

SDI loop2 3G/HD/SD-SDI X I 3G/HD/SD-SDI X I

UMD out RS485 X I RS485 X I

Analog audio 3.5mm socket X I 3.5mm socket X I

AC input AC100-240V,50/60Hz AC100-240V,50/60Hz

DC input DC 12V-17V DC 12V-17V

General Power consumption <60W <60W

Dimension 530.6 X 364.3 X 74.2mm 580.9 X 392.3 X73.6mm

Net weight 6.05kg 6.7kg

Model BM-H215 BM-H245
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Field Monitor

FM-16B
15.6-inch Portable Field Production Monitor

♦ 15.6-inch 1920X1080 10-bit LCD, 12-bit signal processing
♦ 3G/HD/SD-SDI, HDMI, CVBS m onitoring
♦ Built-in m ulti cameras De-log LUTs and User LUTs upload
♦ W ave fo rm /V ecto r/H is tog ram /16-ch  Audio meters
♦ Peaking/  Focus assist /  Exposure assist /  Zebra /  Blue only
♦ Provide C-stand install adaptor and accessory hanger
♦ Shipping w ith Portable bag (40X 29X 16.5cm)

FM-21HDR
21.5-inch lOOOnits HDR Production Monitor

♦ 21.5-inch 1920X1080 8-bit LCD, 12-bit signal processing
♦ lOOOnits high bright backlight
♦ 3G/HD/SD-SDI, HDMI, CVBS monitoring
♦ HDR: HLG/BT.2100&SMPTE ST 2084/Dolby vision PQ
♦ Built-in m ulti cameras De-log LUTs and User LUTs upload
♦ Waveform /  Vector /  Histogram /  16-ch Audio meters
♦ Peaking /  Focus assist /  Exposure assist/Zebra /  Blue only
♦ Portable, light weight and optional C-stand adaptor (TA-C10)

■  Specifications:

Model FM-16B FM-21HDR I
Size 15.6-inch 21.5-inch

Resolution 1920X1080 1920X1080

LCD Color depth 10-bit panel, 12-bit process 8-b it panel, 12-bit process

B rightness/C ontrast 3 0 0 n its /700:1 lOOO nits/1000:1

Viewing angle H /V 178° H/V 178°

SDI 3G/HD/SD-SDIX2 3G/HD/SD-SDIX2

Input
HDMI HDMI 1.3X1 HDMI 1.3X1

CVBS CVBS X I CVBS X I

Analog audio 3.5mm X I 3.5mm X I

Output
SDI 3G/HD/SD-SDIX1 3G/HD/SD-SDIX1

Analog audio 3.5mm x i ;  4fi5W  speakerX2 3.5mm x i ;  405W speakerx2

AC input AC 100-240V50/60HZ AC100-240V50/60HZ

Power DC inpu t DC 11-17V/3A DC 11-17V/3A

Power consumption 19W 55W

W orking environm ent Tem pCro^+StTC; Hum iditylO % 〜 90% Temp0°C〜 +50°C; Hum iditylO % 〜 90%

General
Storage environm ent Tem p-15eC~+60°C； Hum id ity 10% ~90% Temp-15°C〜 +6(TC; Hum iditylO % 〜 90%

Dimensions 383 X 242.3 X  68.4mm 517X319X74.3m m

Net weight 4.2kg 5.7kg
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Studio Monitor

S-1173F
17.3-inch Broadcast Studio Monitor

♦ 17.3-inch LCD Panel, 1920X1080 resolution
♦ 3G/HD/SD-SDI (x2), HDMI, YUV, VGA, CVBS monitoring
♦ 16-ch audio meters and select any 2-ch to output
♦ 3DLUT accurate color calibration
♦ Build-in multi delog Luts, User Luts upload by USB
♦ Waveform Y/Cb/Cr/R/G/B and single line
♦ Vector scope, histogram R/G/B/Y, Focus assist
♦ False Color, R/G/B/Mono, Zebra stripes
♦ AFD3Timecode, H/Vdelay, TSLUMD
♦ Marker 4:3/13:9/14:9/15:9/1.85:1/2.35:1
♦ V-mount /  Gold mount battery plate optional
♦ 19-inch 7U rack m ount
♦ USB firmware upgrade

S-1223F
21.5-inch Broadcast Studio Monitor

♦ 21.5-inch LCD Panel, 1920X1080 resolution
♦ 3G/HD/SD-SDI (x2), HDMI, YUV, VGA, CVBS monitoring
♦ 16-ch audio meters and select any 2-ch to output
♦ 3DLUT accurate color calibration
♦ Build-in multi delog Luts, User Luts upload by USB
♦ Waveform Y/Cb/Cr/R/G/B and single line
♦ Vector scope, histogram R/G/B/Y, Focus assist
♦ False Color, R/G/B/Mono, Zebra stripes
♦ AFD,Timecode, H/V delay, TSLUMD
♦ Marker 4:3/13:9/14:9/15:9/1.85:1/2.35:1
♦ V-mount /  Gold mount battery plate optional
♦ USB firmware upgrade

S-1243F
23.8-inch Broadcast Studio Monitor

♦ 23.8-inch LCD Panel, 1920X1080 resolution
♦ 3G/HD/SD-SDI (x2), H DM I, YUV, VGA, CVBS monitoring
♦ 16-ch audio meters and select any 2-ch to output
♦ 3DLUT accurate color calibration
♦ Build-in multi delog Luts, User Luts upload by USB
♦ Waveform Y/Cb/Cr/R/G/B and single line
♦ Vector scope, histogram R/G/B/Y, Focus assist
♦ False Color, R/G/B/Mono, Zebra stripes
♦ AFD,Timecode, H/V delay, TSLUMD
♦ Marker 4:3/13:9/14:9/15:9/1.85:1/2.35:1
♦ V-mount /  Gold mount battery plate optional
♦ USB firmware upgrade
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Studio Monitor |

S-1273F
27-inch Broadcast Studio Monitor

♦ 27-inch LCD Panel, 1920X1080 resolution
♦ 3G/HD/SD-SDI (x2), HDMI, YUV, VGA, CVBS monitoring
♦ 16-ch audio meters and select any 2-ch to output
♦ 3DLUT accurate color calibration
♦ Build-in multi delog Luts, User Luts upload by USB
♦ Waveform Y/Cb/Cr/R/G/B and single line
♦ Vector scope, histogram R/G/B/Y, Focus assist
♦ False Color, R/G/B/Mono, Zebra stripes
♦ AFD,Timecode, H/Vdelay, TSLUMD
♦ Marker 4:3/13:9/14:9/15:9/1.85:1/2.35:1
♦ V -m ount/G old  m ount battery plate optional
♦ USB firmware upgrade

■  Specifications:

j Model S-1173F S-1223F S-1243F S-1273F j

LCD Size 17.3-inch 21^-inch 23.8-inch 27-inch

Display area 381.89 X 214.8mm 476 X 268mm ^2 7 .0 4 X  296.46mm 598x336mm

Resolution 1920X1080 1920X1080 1920X1080 1920X1080

L C D  Aspect ratio 16:9 /4 :3 16:9 /4 :3 16:9/4T3 16:9 /4 :3

Viewing angle H/V: 1607160° H/V: 1787178° H/V: 1787178° H/V: 1787178°

Brightness 300nits 250nits 250nits 250nits

Color depth 16.77 m illion colors 16.77 m illion colors 16.77 m illion colors 16.77 m illion colors

Contrast 700:1 1000:1 1000:1 1000:1

SDI 3G/HD/SD-SDI X2 3G/HD/SD-SDI X 2 3G/HD/SD-SDI X 2 3G/HD/SD-SDI X2

Y/Pb/Pr Y/Pb/Pr X I Y/Pb/Pr X I Y/Pb/Pr X I Y/Pb/Pr X I

CVBS CVBS X I CVBS X I CVBS X I CVBS X I

HDMI HDMIX1 HDMI X I HDMI X I HDMI X I

Input UMD RS485 X I ,  RS232 X I RS485X1, RS232X1 RS485 X I ,  RS232 X I RS485 X I ,  RS232 X I

GPI RS485 X I RS485 X I RS485X1 RS485 X I

VGA VGA X I VGA X I VGA X I VGA X I

Analog audio RCALX1,RX1 R CALX1,RX1 R C A L X [R X 1 RCALX1,RX1

USB USB X I USB X I USB X I U S B X 「

SDI loop 3G/HD/SD-SDIX2 3G/HD/SD-SDIX2 3G/HD/SD-SDIX2 3G/HD/SD-SDIX2

CVBS loop CVBS X I CVBS X I CVBS X I CVBS X I

Output HDMI loop HDMI X I HDMI X I HDMI X I HDMI X I

UMD RS485 X I RS485 X I RS485X1 RS485 X I

Analog audio 3.5mm socket X I 3.5mm socket X I 3.5mm socket X I 3.5mm socket X I

Working voltage DC/Battery: 11V-17V DC/Battery: 11V-17V DC/Battery: 11V-17V DC/Battery: 11V-17V

Power consumption <32W <32W <36W <36W

Working tem perature 0°C~+40°C 〇 °C-+40°C 0°C~+40°C 0°C~+40°C

Working hum idity 10%~90°/o 10%~90% 10%~90°/o 10%~90%

General storage temperature -15°C~+60°C -15°O+60°C -15°C~+60°C -15°C-+60°C

Storage hum idity 10%〜 90% 10%~90% 10%〜 90% 10%〜 90%

Dimension 430X310X73m m 525 X 358 X 87mm 576 X 387X  87mm 546 X445 X  86mm

Net weight 4.65kg 6.2kg 7.2kg — 8.8kg
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| Rack Monitor

M-1093F
Dual 9-inch Rack Mount Monitor

♦ 9-inch LCD X2,1920X1200 resolution
♦ Standard 19N 4RU rack install, ±30° rotatable
♦ 3G/HD/SD-SDI, HDMI, CVBS m onitoring
♦ Up to 16-ch embedded audio meters with alert
♦ Select any 2 audio channels to output
♦ Waveform Y/Cb/Cr/R/G/B and single line
♦ Vector scope, R/G/B/Y histogram
♦ AFD, H/V delay, R/G/B/Mono, False color
♦ TSLUMD and text TALLY display
♦ Zebra stripes, Peaking focus assist
♦ SDI timecode display
♦ Marker 4:3,13:9,14:9,15:9,1.85:1, 2.35:1
♦ Front TALLY light and GPI control
♦ USB firmware upgrade

M-1093H
Dual 9-inch Rack Mount Monitor

♦ 9-inch LCD X2,1920X1200 resolution
♦ Standard 19N 4RU rack install, ±30° rotatable
♦ 3G/HD/SD-SDI, HDMI, CVBS m onitoring
♦ 2-ch SDI/HDMI embedded audio meters display
♦ AFD, H/V delay, R/G/B/Mono, False color
♦ TSLUMD and text TALLY display
♦ Zebra stripes, Peaking focus assist
♦ SDI timecode display
♦ Marker 4:3,13:9,14:9,15:9,1.85:1, 2.35:1
♦ Front TALLY light and GPI control
♦ USB firmware upgrade
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Rack Monitor |

M-1073H
Dual 7-inch Rack Mount Monitor

♦ 7-inch LCDX2 ,1920X1200 resolution
♦ Standard 19" 3RU rack install, ±30° rotatable
♦ 3G/HD/SD-SDI, HDMI 2.0 (4K60p) monitoring
♦ Up to 16-ch embedded audio meters with alert
♦ Select any 2 audio channels to output
♦ 9 stepsquickzoom -in and mapping
♦ Peaking focus assist with precision adjustment
♦ Build-in multi-camera De-log3DLuts
♦ User 3DLUT cube upload by USB
♦ Zebra stripes, False color, R/G/B/Mono
♦ H/Vdelay,AFD,Timecode display
♦ Marker 4:3,13:9,14:9,15:9,1.85:1, 2.35:1
♦ Front TALLY light and GPI control
♦ USB firmware upgrade

■  Specifications:

Model M-1093F M-1093H M-1073H
LCD size 9-inchX2 9-inchX2 7-inchX2

Resolution 1920X1200 1920X1200 1920X1200

Picture Color depth 16.77 m illion colors 16.77 m illion colors 16.77 m illion colors

Viewing angle H/V:170o/170° H/V:170o/170° H/V:160°/160°

Brightness /  Contrast 450nits, 1000:1 450nits, 1000:1 400nits, 1000:1

SDI 3G/HD/SD-SDIX2 3G/HD/SD-SDIX2 3G/HD/SD-SDI X2

Input HDMI HDMI X I HDMI X I 4K60p HDMI 2.0 X I

(each LCD) CVBS CVBS X I CVBS X I - __________________________

Analog audio 3.5mm socket X I 3.5mm socket X I —

SDI loop out 3G/HD/SD-SDI X2 3G/HD/SD-SDI X2 3G/HD/SD-SDI X I

Output HDMI loop out HDMI X I HDMI X I 4K60p HDMI 2.0 X I

(each LCD) CVBS loop out CVBS X I CVBS X I 一

Analog audio 3.5mm socket X 1 3.5mm socket X I 3.5mm socket X I

Power consumption <36W <36W 18 - 26W

General
Working voltage DC 6.5-24V DC 6.5-24V DC 6.5-36V

Dimension 484 X 177 X 112.8mm, 4RU 484X177X 112.8mm, 4RU 484X130X82mm,3RU

Weight 2.8kg 2.8kg 2.4kg
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| Wireless Video

CURVE500
HDMI 500ft/150m Wireless System

♦ KUWI 5.1-5.9GHz Wireless Technology
♦ DFS comply, CE/FCC certificated
♦ HDMI 1080p60 wireless transmission
♦ 500ft/150m (Line-of-Sight) distance
♦ 2-ch HDMI audio transmission
♦ Built-in freq. scanner, auto jum p to a best channel
♦ Stable connection and stronger wall-cross
♦ Support 3-4 pairs working in one location
♦ Wireless protocol & content double encryption
♦ NP-F DV battery plate for both Tx and Rx

FLOW500
SDI&HDMI 500ft/150m Wireless System

♦ KUWI 5.1-5.9GHz Wireless Technology
♦ DFS comply, CE/FCC certificated
♦ 3GSDI & HDMI, with 3GSDI loop out
♦ 500ft/150m (Line-of-Sight) distance
♦ 2-ch SDI&HDMI audio transmission
♦ OLED info and channel switching
♦ Built-in freq. scanner, auto jum p to a best channel
♦ Stable connection and stronger wall-cross
♦ Support 3-4 pairs working in one location
♦ Multicast - 1 transmitter to multiple receivers
♦ Wireless protocol & content double encryption
♦ Reclock and accurate color reproduction
♦ NP-F DV battery plate for both Tx and Rx

=i

Transmitter Receiver

FLOW2000
SDI&HDMI 2000ft/600m Wireless System

♦ KUWI 5.l-5,9GHz Wireless Technology
♦ DFS comply, CE/FCC certificated
♦ 3GSDI & HDMI, w ith 3GSDI loop out
♦ 2000ft/600m (Line-of-Sight) distance
♦ 2-ch SDI&HDMI audio transmission
♦ OLED info and channel switching
♦ Built-in freq. scanner, auto jum p to a best channel
♦ Stable connection and stronger wall-cross
♦ Support 3-4 pairs working in one location
♦ Multicast - 1 transm itter to m ultiple receivers
♦ Wireless protocol & content double encryption
♦ Reclock and accurate color reproduction
♦ NP-F DV battery plate for both Tx and Rx

Transmitter Receiver
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Wireless Video

FLOW6500
SDI&HDMI 6500ft/2km Wireless System
♦ KUWI 5.1-5.9GHz Wireless Technology
♦ DFS comply, CE/FCC certificated
♦ 3GSDI & HDMI, w ith  3GSDI loop out
♦ Receiver built-in high gain panel antenna
♦ 6500ft/2km (Line-of-Sight) distance
♦ 2-ch SDI&HDMI audio transmission
♦ OLED info and channel switching
♦ Built-in freq. scanner, auto jum p to a best channel
♦ Stable connection and stronger wall-cross
♦ Support 3-4 pairs working in one location
♦ M ulticast-1  transm itter to  m ultip le receivers
♦ Wireless protocol & content double encryption
♦ Reclock and accurate color reproduction
♦ NP-F DV plate for Tx, V-mount plate for Rx

FLOWIOK
SDI&HDMI 10000ft/3km Wireless System
♦ KUWI 5.1-5.9GHz Wireless Technology
♦ DFS comply, CE/FCC certificated
♦ 3GSDI & HDMI, w ith 3GSDI loop out
♦ Receiver built-in high gain panel antenna
♦ 10000ft/3km (Line-of-Sight) distance
♦ 2-ch SDI&HDMI audio transmission
♦ OLED info and channel switching
♦ Built-in freq. scanner, auto jum p to a best channel
♦ Stable connection and stronger wall-cross
♦ Support 3-4 pairs working in one location
♦ Multicast - 1 transm itter to m ultip le receivers
♦ Wireless protocol & content double encryption
♦ Reclock and accurate color reproduction
♦ NP-F DV plate for Tx, V-mount plate for Rx Transmitter

■  Specifications:

Model CURVE500 FLOW500 FLOW2000 FLOW6500 FLOWIOK

HDMI1.3in X I  

HDMI1.3 loop X I

3G/HD-SDI in X I 3G/HD-SDI in X I 3G/HD-SDIin X I 3G/HD-SDIin X I

Input/ Transmitter 3G/HD-SDI loop X I 3G/HD-SDI loop X I 3G/HD-SDI loop X I 3G/HD-SDI loop X I

Output HDMI1.3in X I HDM I1.3 inXl HDMI1.3in X I HDMI1.3in X I

Receiver HDMI1.3 〇 u t X 2
3G/HD-SDI out X2  

HDMI1.3 out X I

3G/HD-SDI out X2  

HDMI1.3outXl
3G/HD-SDIoutX2 3G/HD-SDIoutXl

Frequency 5.17GHz-5.69GHz &5.75GHz-5.83GHz

Wireless
RF Modules OFDM 16QAM, 64QAM, QPSK, BPSK

RF Power 50mW 128mW 128mW 128mW 128mW

Distance 500ft/150m 500ft/150m 2000ft/600m 6500ft/2000m 10000ft/3000m

Input voltage Tx/Rx:DC7-17V Tx/Rx: DC7-34V Tx/Rx: DC7-34V Tx/Rx: DC 7-34V Tx/Rx: DC7-34V

Power Tx: 7.5W; Rx: 7W Tx/Rx: 8W Tx/Rx: 8W Tx/Rx: 9W Tx/Rx: 9W

General Dimension
Tx:114X7〇X28mm Tx:66X107X25mm Tx:66X107X25mm Tx:66X107X25mm Tx:66X107X25mm

Rx: 114 X  70 X 28mm Rx:107X66X25mm Rx: 107 X 66 X  25mm Rx: 190 X 190 X 46mm Rx:305X305X43mm

Net weight Tx: 199g; Rx: 201g Tx: 236g; Rx: 245g Tx: 236g; Rx: 245g Tx: 286g; Rx: 1.5kg Tx: 286g; Rx: 2.3kg
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|  Video Converter

■  Introduction

The portable converter products are heavy duty designed, with unibody aluminium alloy housing, strong and protective for the 
connectors. Bottom screw threads and plates are provided for easy installation.

S-4600
SDI to  HDMI

S-4601
HDMI to  SDI

S-4604
S D I l t 〇 4

♦ 1 SDI input, 1 HDMI output,
♦ 1 SDI loop output
♦ Embed SDI audio to HDMI output
♦ SDI audio output via 3.5mm socket

♦ 1 HDMI input, 2 SDI outputs
♦ 1 analog audio (3.5mm) input
♦ Embed HDMI audio to  SDI output
♦ Embed analog audio into SDI output

♦ 1 SDI input, 4 SDI outputs
♦ SDI re-clocking and amplifier

■ --------------  i

aouocxon

orncuoui»
S W I T « s w n v

q q IEB QESQ
SOI to  OPTICAL OPTICAL !〇 SDI

*〇Kwn 6* ixi*.

S-4605 S-4606
SDI to  OPTICAL OPTICAL to  SDI

S-4607
SDI/OPTICAL Bi-directional

♦ 1 SDI input, 1 OPTICAL output ♦ 1 OPTICAL input, 2 SDI outputs
♦ 1 SDI 丨oop output ♦ Single-mode fiber, max 20km
♦ Single-mode fiber, max 20km

♦ Convert SDI to OPTICAL with SDI loop
♦ Convert OPTICAL to  2 SDI outputs
♦ Single-mode fiber, max 20km

■  Specifications:

I Model S-4600 S4601 S4604 S-4605 S-4606 S-4607 I

Input 3G/HD/SD-SDI X I HDMI X I  
3.5mm audio X I 3G/HD/SD-SDI X I 3G/HD/SD-SDI X I OPTICAL X I 3G/HD/SD-SDI X I  

OPTICAL X I

Output
HDMI X I  

SDI loop X I  
3*5mm audio X I

3G/HD/SD-SDI X2 3G/HD/SD-SDI X4 OPTICAL X I  
SDI loop X I 3G/HD/SD-SDI X2

OPTICAL X I
3G/HD/SD-SDI X2  

SDI loop X I

Format

SDI 1080p (60 /  59.94 / 50) 1080i (60 /59.94 / SO), 1080p (30 / 29.97 / 25 / 24 / 23.9f 
1080psf (30 / 29.97 / 25 / 24 / 23.98) 720p (60 / 59.94 / 50) 480i (59.94) 576i (50；

!)
1

1080p (60 /  59.94 / 50), 1080i (60 /59.94 / 50), OPTICAL SM PTE 297-2006

HDMI 1080p (30 /  29.97 / 25 / 24 / 23.98), Wavelength 1260-I580nm input, 1310nm output
720p (60 /  59.94/50), 4fi0i, 576i Max SM fiber length 20 kilometers

Power consumption <3W <3W <2W <3W <3W <4W

Working voltage DC 6-18V

Working environment Temperature: 0°C-+70*C, Humidity:10%-90%

Dimension 98X84X29 mm 98X84X29 mm 105X84X29 mm 98X84 X 29 mm 98 X  84 X 29 mm 98X84X29 mm

Net weight 200g 210g 240g 220g 220g 250g
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Video Converter |

S-4609
SDI Audio De-embedder
♦ 1 SDI input, 2 SDI loop outs
♦ De-embed 2-ch 6.35mm Analog audio outputs
♦ De-embed 2-ch AES/EBU audio output { IX  BNC)
♦ Select any 2 channels from 8-ch SDI audio to  de-embed

S-4610
SDI Audio Embedder

♦ 1 SDI input
♦ 2-ch 6.35mm Analog audio input
♦ 2-ch AES/EBU audio input (1 x  BNC)
♦ Embed audio to any 2 channels o f SDI first 8-ch positions
♦ 2 SDI outputs with new embedded audio

S-4611 S-4612
SDI to  DVI DVI to  SDI
♦ 1 SDI input, 1 SDI loop output ♦ 1 DVI-D (18+1) input, 2 SDI output
♦ 1 DVI-D (18+1) output ♦ 1 analog audio (3.5mm) input
♦ SDI audio output via 3.5mm socket ♦ Embed Analog audio into SDI output

■  Specifications:

| Model S-4609 S-4610 S-4611 S-4612

Input 3G/HD/SD-SDI X I
3G/HD/SD-SDI X I  
AES/EBU audio x i  

Analog audio (6.35mm) X2
3G/HD/SD-SDIX1 DVI-D X I  

33mm audio X I

Output
SDI loop X2  

AES/EBU audio X I  
Ana log audio (6.35mm) X2

3G/HD/SD-SDI X2
SDI loop X I  

DVI-D X I  
3.5mm audio X I

3G/HD/SD-SDIX2

1080p(60,59.94,50}

Format
1080i (60,59.94,50) 1080p (30,29.97,25,24,23.98)

SDI/DVI 1080psf (30,29.97,25,24,23.98)
720p(60,59.94,50)

480i (59.94), 576i (50)

Power consumption <3W <3W <3\N <3W

Working voltage DC6-18V

Working environment Temperature: 0°C -+70aC, Humidity:10%-90%

Dimension 98X84X29 mm 98 X  84 X 29 mm 98X 84X29 mm 98X84X29 mm

Net weight 235g 235g 209g 207g
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Intelligent Bi-Voltage Battery |

■  Introduction

The high power Cine cameras like ARRIALEXA LF/65, require 19.5-34V high voltage input to 
「educe current. There are existing standard V-mount batteries of 26-28.8V output, while the 
pure high voltage battery will surely damage normal voltage V-mount cameras 〇 「other 
camera-top devices.
Now you will have a great solution for high voltage V-mount battery: SWIT Intelligent 
Bi-voltage Battery, can output both 11-16.8V normal voltage and 22-33.6V high voltage, with 
auto recognition and switching by the dedicated V-mount plate or by SWIT “ Magic Sticker” 
on all 3rd party V-mount plates, compatible with Alexa LF/65, high voltage cine lights, and all 
other normal cameras and normal chargers, with no risk of misusing. (Patented)

250w
High Load

6A
Fast Charge

PB-H290S 290WH
♦ 14.4V/28.8V Bi-voltage auto switch
♦ Standard V-mount connection
♦ Power 11-16.8V or 22-33.6V equipment
♦ Charge by normal 16.8V chargers
♦ At least 250W high load
♦ D-tap 11-16.8V normal voltage output
♦ 6A fast charging by SWIT charger
♦ 8-LED remaining time indicators
♦ 1.5m drop-off proof

2 ways to  Active 22-33.6V output o f PB-H Bi-voltage batteries

Q  By ARRI Alexa dedicated plate KA-A20S B  By “Magic Sticker” on 3rd party plates

e °

KA-A20S

♦ For ARRI ALEXA 65, LF, SXT, AMIRA install
♦ Auto active 22-33.6V output o f PB-H battery
♦ 2x D-tap, lx  2-pin LEMO 16V/6A power output
♦ lx  USB 5V/2A output
♦ 10A high load reliable power pins
♦ Aluminum CNC unibody housing

Standard 3rd party plate

Magic Sticker

Besides ALEXA cameras, many Cine Lights are also designed 
with high voltage input, to  reduce current effectively, and 
protect power pins and ensure the reliability.
Attach the Magic Sticker on the particular position o f any 
standard 3rd party V-mount plates, the PB-H290S w ill detect 
the Magic Sticker and automatically output 22-33.6V voltage.
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IP54 Waterproof Battery

■  Introduction

PB-R series camera batteries have innovative dual housings structure: 
the inner cell cage and outer anti-shock housing with rubber covers. 
This structure makes the battery quite strong, anti-shock, IP54 water & 
dust proof, protects the battery from drop-off accident, rain and severe 
environment, especially in the application on film sets.

Strong dual housings 
1.5m drop-off proof 
IP54 rain proof

200 w
High Load

6A
Fast Charge

IP54
Proof

250 W
High Load

6A
Fast Charge

IP54
Proof

PB-R160S+ 160Wh PB-R290S+ 290Wh
♦ 1.5m drop-off proof, IP54 rain proof
♦ V-mount connection
♦ At least 200W, 16A high load
♦ 6A fast charging by SWIT charger
♦ 8-LED remaining run time indicators
♦ SM Bus power info for both SONY & RED
♦ D-tap power output socket

♦ 1.5m drop-off proof, IP54 rain proof
♦ V-mount connection
♦ At least 250W, 20A high load
♦ 6A fast charging by SWIT charger
♦ 8-LED remaining run tim e indicators
♦ SMBus power info for both SONY & RED
♦ D-tap power output socket

♦
Power Info Display
The 8-LED power check indicators tell not only the remaining 
power percentage, but also the remaining running time on the 
equipment, accurate to 15 minutes. Meanwhile, the battery 
pack adopts SM BUS info system that can display remaining 
minutes in both SONY and RED camera viewfinder.

When battery is free, 
press “ Power Check” button, 
the upper 4 LEDs indicate 
remaining power percentage.
When battery is under charging, 
the upper 4 LEDs flash and indicate 
remaining power percentage.

When the battery is working on 
camera or other devices, 
press “ Power Check” button,
The upper4 LEDs indicate 
remaining working hours;
And low er4 LEDs indicate 
remaining working minutes.

A  2 hours 45 mins tim e left

IP54 water /  dust proof
The dual housing structure featured 1.5 meters drop-off proof 
and IP54 water /  dust proof. You can use the battery at any 
weather conditions.
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Multi-sockets Info Battery |

■  Introduction

PB-S series camera batteries are compact designed, shorter than normal V/Gold 
mount batteries, and match perfectly with most of the Cine-cameras.
The build-in LCD can display accurate power info during charging and discharging, 
and support viewfinder info display on both SONY and RED cameras.
To make convenient connections, the PB-S batteries provide USB output socket 
and up to 4 D-tap sockets for camera-top devices.

D-tap
x2

USB-A
X l

150 w
High Load

D-tap
x2

USB-A
X l

200 w
High Load

D-tap
x4

USB-A
X l

200 w
High Load

6A
Fast Charge

PB-S98A/S 98Wh
♦ Cine-style Square shape
♦ At least 150W, 12A load
♦ 2X D-tap output sockets
♦ I X  USB 5V/2A output sockets
♦ LCD display remaining run time
♦ SONY & RED SMBus power info

PB-S146A/S 146Wh
♦ Cine-style Square shape
♦ At least 200W, 16A load
♦ 2X D-tap output sockets 
♦ IX  USB 5V/2A output sockets
♦ LCD display remaining run time
♦ SONY & RED SMBus power info

PB-S220A/S 220Wh
♦ Cine-style Square shape
♦ At least 200W, 16A load
♦ 4 X  D-tap output sockets 
♦ I X  USB 5V/2A output sockets
♦ 6A fast charging by SWIT charger
♦ LCD display remaining run time
♦ SONY & RED SMBus power info

PB-S98A: Gold Mount 
PB-S98S: V-mount

PB-S146A: Gold Mount 
PB-S146S: V-mount

PB-S220A: Gold Mount 
PB-S220S: V-mount

LCD Power info display
The LCD displays remaining power percentage, remaining working time, low power warning, and battery cycle times.

3S；] 5 ^ J  0：_ IS $
Display power 
percentage when the 
battery is free or 
during charging.

Display remaining 
running time when the 
battery is powering on 
camera or any devices. 
Press power check 
button can switch to 
power percentage 
display.

When remaining 
running time is less 
than 15 minutes, the 
LCD will flash to 
remind changing 
battery.

Long press power 
check button for 5 
seconds, it will 
display battery cycle 
times.

Display warning info when 
the battery detected over 
discharging, over charging 
current /  voltage, over 
load, short circuit, etc. 
Refer the warning code to 
User Manual to take steps.
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■ Pocket V-mount Battery

■  Introduction

The brick size V-mount batteries sometimes are too big and heavy for field shootings, 
especially the handheld stabilizers, focus puller monitor, portable LED panel, or mini 
size cinecameras.
PB-M series Pocket V-mount battery is a great solution!
It* s only a DV battery size, with high capacity cells up to 98Wh, and without any 
compromises on the DC sockets.

150 w
PB-M45S 45Wh

150 w
PB-M98S 98Wh h H

♦ Tiny V-mount battery, Pocket fit
♦ 45Wh/3.1Ah fly-friendly capacity
♦ At least 150W/12A constant load
♦ lx  D-tap output & charging input 
♦ lx  USB 5V/2A output
♦ 5-step LED power indicator
♦ Display power info in both SONY & RED
♦ Wire-Free internal technic, stable and reliable

♦ Tiny V-mount battery, Pocket fit
♦ 98Wh/6.8Ah fly-friendly capacity
♦ At least 150W/12A constant load
♦ lx  D-tap output & charging input
♦ lx  USB 5V/2A output
♦ 5-step LED power indicator
♦ Display power info in both SONY & RED
♦ Wire-Free internal technic, stable and reliable

Wire-free Internal Tech

The Pocket V-mount battery PB-M45S and 
PB-M98S have innovative “Wire-Free” 
internal technic. All the cells, D-tap, USB, 
power indicator devices are directly 
soldered onto PCB, no connecting wires, 
to reduce internal resistance effectively, 
and make the circuit stable, safe, and 
reliable.
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Pocket V-mount Hot Swap Plate |

■  Introduction

A dual pocket V-mount batteries hotswapable uninterrupted power 
solution.
As an extender plate for SWIT Pocket V-mount Batteries, the plate 
can install 2x PB-M series batteries, equivalent to a standard large 
capacity V-mount battery size, and can draw the 2 batteries 
one-by-one as hot swap mode, 〇 「use together as high load mode, 
not restricted to board airplane by handheld luggage.

KA-M20S
Pocket V-mount Hotswap Plate

♦ Fit2x PB-M Pocket V-mount Batteries
♦ Low power device: Hotswap mode
♦ High power device: High load mode
♦ Power indictors and hotswap indicators
♦ SONY&RED power info display
♦ Provide 2x D-tap sockets
♦ Slim and ligh tw eight, balanced install

Power Status LED Indicators

There5 re independent power indicators for both batteries. 
The flashing of top power LED indicates this battery is 
discharging,
and the flashing of EMPTY LED means this battery is empty 
and need to change in time.

Flashing: Flashing: Flashing:
Change battery Battery discharging Change battery

On:
Battery standby

Hot Swap /  High Load mode Auto-switching

If the power load is less than 150W, KA-M20S will be Hot-swap: 
use 2 batteries one-by-one, and change the standby battery at any time. 
If the Power load is over 150W, KA-M20S w ill be High load mode: 
use 2 batteries together, not allowed to change battery.
The hot swap mode and high load mode are automatically switched 
according to current power load.

One-by-one Simultaneous
Hotswap mode High load mode (Max300W)
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Camera Battery

Classic Style

150 w
High Load

150 w
High Load

200 w
High Load

6A
Fast Charge

S-8082A/S 95Wh S-8110A/S 146Wh S-8113A/S 160WK

♦ Constant high load output
♦ 6A fast charge (>160W h)
♦ D-tap power output socket
♦ 4-step LED power indicator
♦ Multiple c ircu it protections

A: Gold-mount 
S: V-mount

200 w
High Load

6A
Fast Charge

S-8180A/S 220Wh

250w
High Load

6A
Fast Charge

S-8183A/S 240Wh

Saparable IATA

S-8192A/S 92+92WH

♦ Large capacity battery of separable design
♦ Divided into 2x 92Wh parts to  board airplane
♦ At least 100W, 8A output
♦ D-tap DC outpu t socket
♦ 4-level LED power indicator

S-8192A: Gold Mount 
S-8192S: V-mount

NP-l style

S-8073N  73Wh

♦ NP-l style battery
♦ 2X  D-tap DC outpu t sockets
♦ At least 66W, 5.5A power load
♦ 4-【evel LED power indicator
♦ Multiple circu it protections

27



Camera Battery

■  Specifications:

I Model Battery type Nominal voltage Capacity Constant Load Dimension Weight I

PB-H290S V-mount 14.4V/28.8V 290Wh (20.1Ah/10.1Ah)
14.4V: 250W/20A 
28.8V: 250W/10A 162 X 101X 69mm 1.58kg

PB-R160S+ V-mount 14.4V 160Wh (ll. lA h ) 200W/16A 162X101X53mm 1.08kg

PB-R290S+ V-mount 14.4V 290Wh (20.1Ah) 250W/20A 162X101X69mm 1.51kg

PB-S98A Gold mount 14.4V 98Wh (6.8Ah) 150W/12A 121X 95 X 62mm 0.8kg

PB-S98S V-mount 14.4V 98Wh (6.8Ah) 150W/12A 121X 95 X 59mm 0.8kg

PB-S146A Gold mount 14.4V 146Wh (lO.lAh) 200W/16A 121 x  95 x  62mm 0.88kg

PB-S146S V-mount 14.4V 146Wh (lO.lAh) 200W/16A 121X95X59mm 0.88kg

PB-S220A Gold mount 14.4V 220Wh (15.3Ah) 200W/16A 121X95X99mm 1.44kg

PB-S220S V-mount 14.4V 220Wh (15.3Ah) 200W/16A 121X95X96mm 1.44 kg

PB-M45S V-mount 14.4V 45Wh (3.1Ah) 150W/12A 100X74X34mm 0.31kg

PB-M98S V-mount 14.4V 98Wh (6.8Ah) 150W/12A 100X74X48mm 0.51kg

S-8082A Gold mount 14.4V 95Wh (6.6Ah) 150W/12A 134 X 88 X 54mm 0.71kg

S-8082S V-mount 14.4V 95Wh (6.6Ah) 150W/12A 134 X 88 X 52mm 0.71kg

S-8110A Gold mount 14.4V 146Wh (10.2Ah) 150W/12A 165 X 90 X 53mm 0.94kg

S-8110S V-mount 14.4V 146Wh (10.2Ah) 150W/12A 165 x  90 x  51mm 0.94kg

S-8113A Gold mount 14.4V 160Wh (ll.lA h ) 200W/16A 165 X 90 X 53mm 0.98kg

S-8113S V-mount 14.4V 160Wh (ll.lA h ) 200W/16A 165 X 90 X 51mm 0.98kg

S-8180A Gold mount 14.4V 220Wh (15.3Ah) 200W/16A 165 X 90 X 68mm 1.28kg

S-8180S V-mount 14.4V 220Wh (15.3Ah) 200W/16A 165 X 90 X 66mm 1.28kg

S-8183A Gold mount 14.4V 240Wh (16 JAh) 250W/20A 165 X 90 X 68mm 1.37kg

S-8183S V-mount 14.4V 240Wh (16JAh) 250W/20A 165 X 90 X 66mm 1.37kg

S-8192A Gold mount 14.4V 92+92Wh (12.8Ah) 100W/8A 168X101X65mm 1.27kg

S-8192S V-mount 14.4V 92+92Wh (12.8Ah) 100W/8A 168X101X60mm 1.27kg

S-8073N NP-1 14.4V 73Wh (5.1Ah) 66W/5.5A 185 x  72 x  25mm 0.45kg
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I DV Camcorder Battery

O utput ■  O utput

SONY

LB-SU75 75Wh LB-SU98 98Wh

♦ Compatible with
SONY PXW-Z280, Z190, X280 
SONY PXW-FS5, FS7, FX9

♦ Display remaining power in viewfinder
♦ D-tap DC output socket
♦ 5V/2A USB-A type power output
♦ 4-level LED power indicator

Jl j  _  _
S-8975 75Wh S-8972 47Wh

♦ Comparable to  SONY L series DV batteries
♦ Display remaining power in viewfinder
♦ 7.2V pole DC output socket 
♦4-Ievel LED power indicator

S-8970 47Wh S-8770 3iw h

♦ Comparable to SONY L series DV batteries
♦ Display remaining power in viewfinder

Panasonic

♦ Comparable to Panasonic VW-VBD58, AG-VBR59
♦ 7.2V Pole-tap DC output
♦ 5V/1A USB-A type power output
♦ 4-level LED power indicator

♦ Comparable to  Panasonic 
CGA series DV batteries

♦ 7.2V pole DC output socket 
♦4-level LED power indicator
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DV Camcorder Battery

[u s b |

[DC]

S-8i50 47Wh

JVC

DC

S-8823 18Wh

♦ Comparable to SSL-JVC50 ♦ Comparable to JVC BN-VF823
♦ Display remaining power in viewfinder ♦ Display remaining power in viewfinder
♦ 7.2V pole DC output socket ♦ 7.2V pole DC output socket
♦ 5V/1A USB-A type power output ♦ 4-level LED power indicator
♦ 4-Ievel LED power indicator

♦ Comparable to Canon BP-955
♦ 7.2V pole DC output socket
♦ 4-levei LED power indicator

♦ Comparable to Canon LP-E6
♦ Display power info in DSLR

■  Specifications:

I Model Compatible camera Comparable battery Nominal voltage Capacity Constant load Dime 门 sion Weight I
LB-SU75 SONYPXW-FS5/FS7/FX9 SONYBP-U30/U60 14.4V

75W h/5.2Ah 50W,4A
70X 42X96m m

0.43kg
LB-SU98 SONY PXW-Z280 /  Z190 /  X280 98W h/6.8Ah 70W, 6A 0.464kg

S-8975 7.2V 75W h/10.4Ah 30W,4A 71X 39X 70m m 0.33kg

S-8972 SONY PXW-Z150, HXR-NX5, NEX-FS100
SONYNP-F970/770

7.2V 47W h/6.6Ah 30W,4A 71X 39X 70m m 〇 .3kg

S-8970 SONY HVR-V1/Z1/Z7, HVR-HD1000E 
SONY DSR-PD170/175/190 7.2V 47W h/6.6Ah 30W,4A 71X 39X 60m m 0.28kg

S-8770 7.2V 31W h/4.4Ah 30W,4A 71X 39X 40m m 0.19 kg

S-8D98 Panasonic AU-EVA1, AG-DVX200, AJ-PX270 Panasonic VW-VBD58 7.2V 70W h/9.8Ah 30W, 4A 41X 70X 83m m 0.337kg

S-8D58 Panasonic AG-UX90 /180 , AG-AC30 Panasonic AG-VBR59 7.2V 43W h/6Ah 30W,4A 4 1X 7 〇 X64mm 0.235kg

S-8D62 Panasonic AG-DVX100, AG-HVX200 
Pa nasonic DVC180A, AG-AC8, AG-H PX170

Panasonic CGA-D54S/D28S 7.2V 47W h/6.6Ah 30W,4A 66X 37X82m m 0.3kg

S-8i50 JVC GY-HM600/650, GY-LS300, GY-HMQ10 SSL-JVC50 7.2V 47W h/6.6Ah 40W,5.5A 76 X  70 X 43mm 0.313kg

S-8823 JVC GY-HM100/101 JVC BN-VF823 7.2V 18W h/2.5Ah 15W,2A 5 3X 32 X  72mm 0.13kg

S-8845
Canon XF100/105, EOS-CIOO/IOO11/300/500 
RED KOMODO Canon BP-955 7.2V 47W h/6.6Ah 30W,4A 71X 38X 70m m 〇 .3kg

S-8PE6 Canon EOS 5D2,5D3,5D4,6D, 6D2,7D, 7D2 Canon LP-E6 7.2V 10W h/1.5Ah 25W,3.5A 57X 39X 22m m 0.072kg
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V I Power Station Box

S-4010/S-4020/S-4030/S-4040
4-Battery Power Station Box

Install 4x V -m ount batteries
♦ 2x XLR DC o u tp u t (14.4V/  28.8V /  24V /  48V option)
♦ Real tim e ou tpu t voltage LED display
♦ Low batte ry w arn ing
♦ Charging w ith o u t take o u t batteries
♦ In te lligen t p ro tective  c ircu it design
♦ PP + Fiber glass case, s trong and durable

■  Output Description

S-4010 114.4V l+l 14.4V
Dual 14.4V simultaneous output 
(Non-regulated)

4-pin XLR 11-16.8V DC output x2 
Max Load: 15A/180W per channel 
2 channels output simultaneously

S-4020 114.4V |/| 28.8V
14.4V/28.8V switching output 
(Non-regulated)

4-pin XLR 11-16.8V DC output x l 
Max Load: 15A/180W 
3-pin XLR 22-33.6V DC output x l 
Max Load: 15A/360W 
2 channels switching output

_____________________________
S-4030 |28.8V |+| 28.8V
Dual 28.8Vsimultaneous output 
(Non-regulated)

3-pin XLR 22-33.6V DC output x2 
Max Load: 15A/360W in total 
2 channels output simultaneously

S-4040 24V H 48V

24V /  48V switching output 
(Regulated)

4-pin XLR 24V regulated DC output x l
Max Load: 10A/240W
3-pin XLR 48V regulated DC output x l
Max Load: 10A/480W
2 channels switching output
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Light Stand Power Adaptor

TD-R210A/S
2-Battery Light Stand Power Adaptor

♦ Install 2xV-mount/Gold mount batteries
♦ 4-pin Regulated 24V out, Max240W
♦ 3-pin Regulated 48V out, Max 500W
♦ 500W load by SWIT PB-H Bi-voltage batteries
♦ For Orbiter, Skypanei S60/S120 100% output
♦ NeutrikXLR high load connectors
♦ 25-45mm light stand balanced install

TD-R210A: Gold mount 
TD-R210S: V-mount

■  Output Description

Battery type Output sockets Output voltage Max load

SWIT PB-H 14.4V/28.8V 3-pin XLR(Neutrik) 48V regulated 500W
Bi-voltage batteries x2 4-pin XLR(Neutrik) 24V regulated 240W

Normal 14.4V batteries x2
3-pin XLR(Neutrik) 48V regulated 240W

4-pin XLR(Neutrik) 24V regulated 240W

Light Fixture Skypanei S30 SkypaneiS60/S120 Orbiter

Power comsumption Max 220W Max450W Max500W

DC-IN (100% light) 3-pin XLR 48V 3-pin XLR 48V 3-pin XLR 48V

UseTD-R210S 
+ 2x PB-H290S(290Wh) 
Bi-voltage Batteries

48V/500W,
100% light output 
At least 2.6 hours

48V/500W,
100% light output 
At least 1.3 hours

48V/500W,
100% light output 
At least 1.2 hours
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| V-mount/Gold Mount Charger

PC-P460A: fo r Gold Mount batteries 
PC-P460S: for V-Mount batteries

PC-P460A/S
4-ch Simultaneous 6A Super Fast Charger

♦ 4-ch simultaneous charging
♦ Auto recorgnize battery and assign charging current
♦ 6A fast charging for SWIT >160Wh batteries
♦ 3A charging for other batteries
♦ 3.5-inch color LCD info display
♦ Top large charging indicators

Power Max450W

In p u t AC 100V-240V, 50/60HZ

Charg ing o u tp u t
DC16.8V,6AX4 (SWIT^160W h batteries)

DC16.8V,3AX4 (O ther batteries)

D im ension 330 X 153 X 162mm

W eight 2.43kg

Color LCD display:
Power percentage, Charging current, Voltage, Capacity*, 
Cycle times*, Charging abnormal alert.

(*SMBUSinfo battery only)

S-3812A: fo r Gold Mount batteries 
S-3812S: fo r V-Mount batteries

r----------------------------
l i f a i t i n g

37%
3031 mAh

1
2#Charging

85%
7093 mAh

XLR# 23 ¥/
L____________________

1. 4 A
____________________A

S-3812A/S
2-ch Simultaneous 6A Super Fast Charger

♦ 2-ch simultaneous charging
♦ Auto recorgnize battery and assign charging current
♦ 6A fast charging for SWIT ^160W h batteries
♦ 3A charging for other batteries
♦ AC to 4-pin XLR 12A/200W adapting output
♦ Battery to 4-pin XLR 12A/200W adapting output
♦ LCD display Charging/Adapting info display

Power Max 260W

In p u t AC 100V-240V, 50/60HZ

Charg ing o u tp u t
DC16.8V,6AX2 (SWIT彡  160Wh batteries)

DC16.8V,3AX2 (O ther batteries)

A d a p tin g  o u tp u t DC16.8V, Max load 12A/200W

D im ension 272X246X 97m m

LCD display:
Percentage /  Capacity* /  Voltage /  Current /  Cycles* 
Remaining time to fu lly charged /  discharged*
Ad a pti ng output Status /  Powe r /  Cu rrent 

(* SMBUS info battery only)
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V-mount / Gold Mount Charger

PC-P430A: for Gold Mount batteries 
PC-P430S: fo r V-Mount batteries

PC-P430A/S
4-ch Simultaneous 3A Fast Charger

♦ 4-ch simultaneous charging
♦ 3A fast charging current per channel
♦ 2-ch 4-pin XLR simultanous DC output
♦ LED charging indicators

Power Max276W

In p u t AC100V-240V,50/60Hz

Charg ing o u tp u t DC16.8V,3AX4

A d a p tin g  o u tp u t DC15V,6AX2

D im ension 285 X 144 X 173mm

W eight 3.27kg

S-3822A: fo r Gold Mount batteries 
S-3822S: fo r V-Mount batteries

S-3822A/S
2-ch Simultaneous 3A Fast Charger

♦ 2-ch simultaneous charging
♦ 3A fast charging current per channel
♦ 1-ch 4-pin XLR DC output
♦ LED charging indicators

Inpu t AC100V-240V,50/60Hz

Charg ing o u tp u t DC16.8V,3AX2

A d a p tin g  o u tp u t DC15V, 6A

Dim ension 228X140 X 86mm

W eight 1kg

SC-302A: fo r Gold Mount batteries 
SC-302S: for V-Mount batteries

SC-302A/S
2-ch Sequential Charger

♦ 2-ch sequential charging
♦ 1.9A charging current
♦ LED charging indicators

In p u t AC100V-240V,50/60Hz

Charg ing o u tp u t DC14V-20V, 1.9A

D im ension 228X140X 86m m

W eight 0.85kg
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| DV Charger

LC-D421
4-ch Simultaneous M ulti-type DV Charger

♦ 4-ch simultaneous charging
♦ 2A fast charging current per channel
♦ Snap-on exchangeable DV battery plates
♦ Mixed installation o f different DV plates

In p u t C harg ing  o u tp u t D im ension W eight

AC100V-240V,50/60Hz 16.8V/2AX3〇 rL 5A X 4 ； 

8.4V/1AX4 〇 r2A X 4
220X125X693mm 0.706kg

KA-C10
U/F/D/i/V/C/E 
types option

■  Optional exchangeable plates

Plate Model Compatible Batteries
KA-C10U SWIT LB-SU75/SU98, SONY BP-U30/60

KA-C10F SWIT S-8975/8972/8970/8770, SONY NP-F970/770

KA-C10D SWIT S-8D98/8D58/8D62, Panasonic VBR59/VBD58/D54

KA-C10i SWIT S-8i50, SSL-JVC75/JVC50

KA-C10V SWIT S-8823, JVC BN-VF823

KA-C10C SWIT S-8845, Canon BP-945/955/970G

KA-C10E SWIT S-8PE6, Canon LP-E6

S-3602U
2-ch In te lligen t DV Charger/Adaptor

♦ Charge 2 batteries sequentially to  75% capacity,
and then charge both batteries to  fu ll simultaneously

♦ 1-channel pole DC adapting

S-3602U: fo r LB-SU75/SU98, SONY BP-U60/U30

In p u t C h a f in g  o u tp u t A d a p tin g  o u tp u t D im ension W eigh t

AClQ0V-240V,50/60Hz DC16«8V,L9A DCl2Vf 1.9A 136X110X53mm 036kg

S-3602F/D/C/i/V
2-ch Simultaneous DV Charger/Adaptor

♦2-channel simultaneous charging 
♦2-channel simultaneous pole DC adapting

S-3602F: for S-8975/S-8972/S-8970/S-8770, SONY NP-F970/770 
S-3602D: for S-8D98/S-8D58/S-8D62, Panasonic VBD58/VBR59/D54 
S-3602C: for S-8845, Canon BP-945/955/970G
S-3602i: for S-8i50, SSL-JVC50/75 
S-3602V: forS-8823, JVC BN-VF823

In p u t C harg ing o u tp u t A d a p tin g  o u tp u t D im ension W eight

AC100V-24W,50/60Hz DC7-844V,L8AX2 DC8.4V,3^A 136X110X47mm
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DV Charger

PC-U130A/S/B/B2
Portable single channel Fast Charger

♦ Ultra portable single channel charger
♦ 3A fast charging
♦ Directly connect to  the pins o f battery

PC-U130A:

PC-U130S:
PC-U130B:
PC-U130B2:

Charge via Gold m ount pins 
Charge via V-mou nt pins 
Charge via D-tap socket 
Dual D-tap heads (Sequential)

Input Output Dimension Weight
AC100V-24〇V,50/60Hz DC14^16.8V,3A 110X50X32mm 0.26kg

S-3010D
Portable single channel Charger

♦ Ultra portable single channel charger
♦ Charging through 7.2V pole DC socket

S-3010D: fo r 7.2V DV batteries with pole DC socket: 
S-8D98, S-8D58, S-8D62, S-8845, S-8i50, S-8823

Input Output Dimension Weight
AC100V-240V,50/60Hz DC8.4V,L2A 50X75X27mm 〇-2kg

■  Charging time chart of SWIT batteries & chargers (for reference)

Charger CH PB-M45S
45Wh

PB-S146A/S P&-S220A/S Ŝ 8082A/S S^110A/S Ŝ 8113A/S 
14€Wh 220Wh 95Wh 14€Wh 160Wh

S^8180A/S
220Wh

^8183A/S
240Wh

S^8192A/S
92+92Wh

PB-R160S+
160Wh

PB-R290S+
290Wh

PB-H290S
290Wh

PC-P460A/S 6AX4 lh 4 0 m 2h 50m 3h 55m 3h 30m 2h 30m 3h55m 2h35m 3h 30m 3h 50m 4h 50m 2h 35m 4h 50m 4h50m

S-3812A/S 6AX2 lh 4 0 m 2h 50m 3h 55m 3h 30m 2h30m 3h55m 2h35m 3h 30m 3h50m 4h 50m 2h35m 4h 50m 4h50m

PC-P430A/S 3AX4 lh 4 0 m 2h 50m 3h 55m 6 h l5 m 2h30m 3h55m 4h 15m 6h 15m 6h 45m 4h 50m 4h 15m 7h 40m 7h40m

S-3822A/S 3AX2 lh 4 0 m 2h 50m 3h55m 6 h l5 m 2h 30m 3h55m 4h 15m 6h 15m 6h45m 4h 50m 4h 15m 7h40m 7h40m

SC-302A/S 1.9A 2h20m 4h30m 5h20m 8h30m 4h 15m 5h20m 6h 20m 8h30m 9h30m 7h20m 6h20m lOh 30m lOh 30m

PC-U130A/S/B/B2 3A lh 4 0 m 2h 50m 3h 55m 6 h l5 m 2h30m 3h55m 4h 15m 6h 15m 6h45m 4h 50m 4h 15m 7h40m 7h40m

Charger CH LB-SU75
75Wh

LBnSU98
98Wh

^8975
75Wh

S8972
S8970
47Wh

^8770
31Wh

S-8D98
70Wh

S那 58 
43Wh

S^D62
47Wh

S-8845
47Wh

S棚 0 
47Wh

^8823
I8Wh

S-8PE6
lOWh

S-8073N
73Wh

LC-D421 2AX4 3h20m 4h 30m 6hl5m 4h 30m 4h 4h 30m 4h 30m 4h 30m 2h lh -

S-3602U 1.9A 3h30m 4h45m - - - - — — — - - — —

S-3602F/C/V/1 2AX2 — 一 6hl5m 4h 30m 2h50m - - - 4h 30m 4h 30m 2h — —

S-3602D L2AX2 一 — 一 — — 9h30m 6h 30m 7h — — - — —

PC-U130B/B2 3A 2h 10m 2h50m - - - - — — — — - — 2h 10m

S-3010D 1.2A - — - - - 9h30m 6h 30m 7h 7h 7h 3h — —
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On-camera Light

CL-15
15W Bi-color SMD On-camera LED Light

♦ 416pcs ultra bright long-life LEDs
♦ Surface mounted LED technology
♦ 120°(half-peak 65°) wide beam angle
♦ 15W power, 550Lux @ 1 meter center
♦ 3200K-6500K continuously adjustable
♦ 0-100% flick-free dimming
♦ CRI Ra 95, TLCI 97
♦ Built-in NP-F battery plate
♦ Provide snap-on diffuser

S-2241
20W Bi-color SMD On-camera LED Light

♦ 153pcs ultra bright long-life LEDs
♦ Surface mounted LED technology
♦ 120°(half-peak 68°) wide beam angle
♦ 20W power, 640Lux @ 1 meter center
♦ 3200K-5600K continuously adjustable
♦ 10%-100% flick-free dim m ing
♦ CRI Ra 93, TLCI 97
♦ Magnetic diffuser with organic light diffusion agent
♦ Support DC 6-17V wide input
♦ Interchangeable S-7004 series various DV plates

■  Specifications:
Model CL-15 S-2241 |

LED 416pcs SMD LEDs 153pcs SMD LEDs

Luminance 550 Lux@ lm 640 Lux@ lm

巳earn angle 120°(half-peak65°) 120°(half-peak68°)

Color tem perature 3200K-6500K 3200K-5600K

Color Rendering CRI Ra 95; TLCI 97 CRI Ra 93; TLCI 97

Input voltage 7.2-8.4V NP-F battery only DC6V-17V

Power Approx. 15 W Approx. 20W @10-17V; 12W @6-10V

Dimension 174X92X19m m 143 X 91X 34mm

Weight Approx. 145g Approx. 182g
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I On-camera Light

S-2060
30W Bi-color COB On-camera LED Light

♦ COB Chip-on-board LED technology
♦ Single shadow, soft, glareless light
♦ CRI Ra 96, TLCI 99
♦ 30W, 1500Lux @ 1 meter, dimmable
♦ Half-peak 60° wide beam angle
♦ Fresnel lens, raise to  5000Lux@lm
♦ 2800K-6000K continuously adjustable
♦ 6-17V wide input voltage
♦ D-tap power lead
♦ Glass Fiber strong and durable housing
♦ Screw and cold shoe mount

S-2041
23W COB On-camera LED Light

♦ COB Chip-on-board LED technology
♦ 23W, 1800Lux @ 1 meter, dimmable
♦ Single shadow, soft, glareless light
♦ Half-peak 60° wide beam angle
♦ 5000K color temperature, w ith 5600K&3200K filters
♦ 6-17V wide input voltage
♦ S-7004 series interchangeable multi-type DV plates
♦ Screw and cold shoe mount

S-2070
13W COB On-camera LED Light

♦ COB Chip-on-board LED technology
♦ Compact size for DV camcorders
♦ 13W, HOOLux @ 1 meter, dimmable
♦ Single shadow, soft, glareless light
♦ Half-peak 60° wide beam angle
♦ 5000K color temperature, w ith 5600K&3200K filters
♦ 6-17V wide input voltage
♦ S-7004 series interchangeable multi-type DV plates
♦ Glass Fiber strong and durable housing
♦ Screw and cold shoe mount

■  Specifications:
Model Input Power Beam angle Luminance @ lm Colortemperature Dimension Weight

S-2060 DC6V-17V <30W Half-peak 60*
1500 Lux {w /o  Fresnel) 
5000 Lux (w / Fresnel) 2800K-6000K continuous adjust I20X86X12Lmm 530g

S-2041 DC6V-17V <23W Half-peak 60* 1800 Lux 5000K, 5600K/3200K by filte rs 103X157X84mm 400g

S-2070 DC6V-17V <13W Half-peak 60* 1100 Lux 5000K, 5600K/3200K by filte rs 108X8〇 X133mm 274g

39



Fresnel Light

FL-C60D
60W Bi-color COB Fresnel LED Light

♦ 60W ultra bright COB LED light
♦ 15°-60° Spot/Flood electromotive adjust
♦ 25000Lux luminance @ 1 5 °/1  meter
♦ 2700K-8000K continuously adjustable
♦ 0-100% flick-free dimming
♦ CRI Ra 95, TLCI 97
♦ DMX512 controlled Color, Dimmer, Spot angle
♦ LCD display color, d im m er and DMX
♦ Silent mode by fans switching off
♦ LED overheat detection and protection

S-2320
160W Bi-color COB Fresnel LED Light

♦ 160W ultra bright COB LED light
♦ 20°-70° Spot/Flood adjustable
♦ 45000Lux luminance @ 20°/1 meter
♦ 3000K-8000K continuously adjustable
♦ 0-100% flick-free dimming
♦ CRI Ra 95, TLCI 95
♦ DMX512 controlled color and dimmer
♦ Silent mode by fans switching off
♦ LED overheat detection and protection

S-2330
300W Bi-color COB Fresnel LED Light

♦  300W ultra bright COB LED light
♦  20°-70° Spot/Flood adjustable
♦  53500Lux luminance @  20° /1  meter
♦  3000K-8000K continuously adjustable
♦  0-100% flick-free dimming
♦ CRI Ra 95, TLCI 95
♦  DMX512 controlled color and dimmer
♦  Silent mode by fans switching off
♦  LED overheat detection and protection

■  Specifications:
1 Model Input Power Luminance @ 1m Color temp Color Render Dimension Weight

FL-C60D DC 11V-36V 60W 15*:25000Lux; 60°:4000Lux 2700K-8000K CRI 95； TLCI 97 l llX 1 2 0 X 2 3 5 m m 2.1kg

S-2320 AC100V-240V50/60HZ 160W 20°:45000Luxi 70": 7900Lux 3000K-8000K CRI 95, TLCI 95 390X320X 370m m 5kg

S-2330 AC100V-240V50/60HZ 300W 20":53500Lux; 70fl:8200Lux 3000K-8000K CRI 95, TLCI 95 490 X 500 X 400mm 11.1kg
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Bowens Light

BL-150E
150W Bowens COB LED Light

♦ 150W ultra bright 5600K COB LED
♦ 4370Lux luminance @ 1 meter
♦ CRI Ra 97, TLCI 98
♦ Standard Bowens mount, various accessories
♦ 0-100% flick-free dimming
♦ 9 presets light effects w ith speed adjustment
♦ DMX512 5pin XLR in and out
♦ LCD display dimmer, light effects and DMX
♦ Support lOS/Android APP control
♦ PowerCON AC power

BL-200
200W Bowens COB LED Light

♦ 200W uItra bright 5600K COB LED
♦ 5340Lux luminance @ 1 meter
♦ CRI Ra 97, TLCI 98
♦ Standard Bowens mount, various accessories
♦ Stand alone control box, AC and dual batteries power
♦ 0-100% flick-free dimming
♦ 9 presets light effects with speed adjustment
♦ DMX512 5pin XLR in and out
♦ LCD display dimmer, light effects and DMX
♦ Support lOS/Android APP control

BL-300
300W Bowens COB LED Light

♦ 300W uItra bright 5600K COB LED
♦ 12140Lux luminance @ 1 meter
♦ CRI Ra 97, TLCI 98
♦ Standard Bowens m ount, various accessories
♦ Stand alone con tro l box, AC and dual batteries power
♦ 0-100% flick-free dimming
♦ 9 presets ligh t effects w ith  speed ad justm ent
♦ DMX512 5pin XLR in and out
♦ LCD display d im m er, ligh t effects and DMX
♦ Support lOS/Android APP control
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Bowens Light

■  Optional Bow ens Accessories

■  Specifications:

I Model BL-150E BL-200 BL-300
LED 150W COB-LED 200W COB-LED 300W COB-LED

Luminance 4370Lux @ lm 5340Lux @ lm 1 2 1 4 0 L u x @ lm

Color temp 5600K 5600K 5600K

Color rendering C R I97 ;T LC I98 CRI 97; TLCI 98 CRI 97; TLCI 98

DMX DMX512 5 p in X L R in & o u t D M X 5 1 2 5 p in X L R in & o u t D M X 5 1 2 5 p in X L R in & o u t

Input voltage AC 100-240V (PowerCON) AC 100-240V (PowerCON), b a tte ry  11-17V AC 100-240V (PowerCON), b a tte ry  11-17V

Dimension 272 x  199 X  333m m
Light: 272 X 199 X  333m m  

C on tro lle r: 170 X 125 X  218m m
Light: 3 0 1 X 1 9 9 X 3 3 3 m m  

C on tro lle r: 170 X 125 X  218m m

Weight 2.15kg L ig h t 1.8kg; C o n tro lle r 1.8 kg L ig h t 1.8kg; C o n tro lle r 2 .75kg
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J Flexible Light

SL-100P
lOOW Bi-color IP54 Flexible LED Light

♦ 560pcs SMD LEDs Fabric foldable light head
♦ 100W power 2800Lux@ 1 meter
♦ 2700K-6500K continuously adjustable
♦ 0-100% index curve flick-free dimming
♦ CRI Ra 97,TLCI 97
♦ IP54 waterproof for light head & controller
♦ DMX512 5 p inX LR ina n do u t
♦ DC 11-36V input and V-mount battery power

X bracket Ball Diffuser
(Standard accessory) (O ptional, #LA-DS100)

Eggcrate Diffuser
(O ptional, #LA-BS100)

SL-150P
150W Bi-color IP54 Flexible LED Light

♦ 840pcs SMD LEDs Fabric foldable light head
♦ 150W power 3700Lux@ 1 meter
♦ 2700K-6500K continuously adjustable
♦ 0-100% index curve flick-free dimming
♦ CRI Ra 97, TLCI 97
♦ IP54 waterproof for light head & controller
♦ DMX512 5pin XLR in and out
♦ DC 11-36V input and V-mount battery power

X bracket
(Standard accessory)

Ball Diffuser 
(O ptional, #LA-DS150)

Eggcrate Diffuser
(O ptional, #LA-BS150)

■  Specifications:

Model SL-100P SL-150P I
LED 560pcs SMD LEDs 840pcsSMD LEDs
Luminance 2800Lux@ lm 3700Lux@ lm
Color temp 2700K-6500K 2700K-6500K
Color rendering Ra 97; TLCI 97 Ra 97; TLCI 97
Power 100W 150W
Input voltage DC11V-36V DC11V-36V
Dimension Light: 600 X  470mm, Controller 239 X 112 X  72mm Light: 600 X  690m m, Controller 239 X 112 X  72m m
Weight Light: 0.4kg, Controller 1.06kg Light: 0.7kg, Controller 1.06kg
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Panel Light 丨

S-2820
200W RGBW SMD Panel LED Light

♦ 280pcs ultra bright RGBW SMD LEDs
♦ 200W light output
♦ 5000Lux @ 1 meter
♦ 2800-10000K color temperature
♦ CCT mode w ith G/M adjustment
♦ H SI/C IE/RG B color mode
♦ 20x Rosco and 20x Lee Gels
♦ CRI Ra 95, TLCI 93
♦ 8-ch DMX512 control
♦ AC IN and V-mount battery plate

IOS: App Store, search “RGB Panel”
Android APP: Scan and download

S-2840
400W RGBW SMD Panel LED Light

♦ 560pcs ultra bright RGBW SMD LEDs
♦ 400W light output
♦ 10000Lux@ 1 meter
♦ 2800-10000K color temperature
♦ CCT mode w ith G/M adjustment
♦ H SI/C IE/RG B color mode
♦ 20x Rosco and 20x Lee Gels
♦ CRI Ra 95, TLCI 93
♦ 8-ch DMX512 control
♦ AC IN and V-mount battery plate

I OS: App Store, search “RGB Panel”
Android APP: Scan and download +

■  Specifications:

Model S-2820 S-2840 I
LED 280pcs RGBW SMD LEDs 560pcs RGBW SMD LEDs
Luminance 5000Lux@ lm 10000Lux@ lm
Beam angle Half-peak 70° Half-peak 70°
Color temp 2800K-10000K 2800K-10000K
G/M adjustment Green /  Magenta: ±1.00 Green /  Magenta: ±1.00
Color rendering CRI Ra 95; TLCI 93 CRI Ra 95; TLCI 93
Power 200W 400W
Input voltage AC100-240V 50/60HZ, DC14.8V - 26V AC100-240V 50/60HZ, DC14.8V - 26V
Dimension 351 X 331 X 195mm 629 X 331 X 195mm
Weight 9.26kg 14.4kg
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Panel Light

Edge Mounted SMD Soft Panel Light
Slim & Portable | Softer&Brighter | IP54 rain proof

Diffusing cover

Edge

LEDs
^  息u 獻底

Unique reflection board with laser dots

Edge

LEDs

Optional barn door 
LA-HE60: for PL-E60/E60D/E60P 
LA-HE90: for PL-E90/E90D/E90P

Optional 40° Honeycomb Provide 3-light Kit with Trolley case
LA-GE60: for PL-E60/E60D/E60P Including Light Stands and Power adaptors 
LA-GE90: for PL-E90/E90D/E90P



Panel Light

PL-E60 Rear

PL-E60/E60D/E60P
60W Bi-color SMD Panel LED

♦ 320pcsedge mounted SMD-LEDs
♦ Unique 90° light guide technology
♦ 60W power, 1500Lux@ lm e te r
♦ 0-100% flick-free dimming
♦ 2700K-6500K continuously adjust
♦ CRI Ra 98, TLCI 99
♦ Power by V/Gold mount battery
♦ All metal housing and ultra thin
♦ Optional barn doo r&  honeycomb

PL-E60: Standard version 

PL-E60D:DMX version 
PL-E60P: DMXand IP54 waterproof

PL-E90/E90D/E90P
90W Bi-color SMD Panel LED

♦ 480pcs edge mounted SMD-LEDs
♦ Unique 90° light guide technology
♦ 90W power, 2200Lux @ lm e te r
♦ 0-100% flick-free dimming
♦ 2700K-6500K continuously adjust
♦ CRI Ra 98, TLCI 99
♦ Power by V/Gold m ount battery
♦ All metal housing and ultra thin
♦ Optional barn door & honeycomb

PL-E90: Standard version 
PL-E90D: DMX version 

PL-E90P: DMXand IP54 waterproof

■  Specifications:
I Model PL-E60 PL-E60D/E60P PL-E90 PL-E90D/E90P 1

LED 320pcsSMD LEDs 320pcs SMD LEDs 480pcs SMD LEDs 480pcs SMD LEDs

Luminance 1500Lux @ lm 1500Lux@ lm 2200Lux @ lm 2200Lux @ lm

Color temp 2700K-6500K 2700K-6500K 2700K-6500K 2700K-6500K

Color Rendering CRI 98; TLCI 99 CRI 98； TLCI 99 CRI 98; TLCI 99 CRI 98; TLCI 99

DMX No 5pin DMX512in&out No 5pinDMX512in&out
Power 60W 60W 90W 90W

Input voltage DC11V-36V DC11V-36V DC11V-36V DC11V-36V
Dimension 382 X403X48mm 382 X 403 X 48mm 650X403X48mm 650X403 X48mm
Weight 3.1kg 3.2kg 4.75kg 4.8kg
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I Panel Light

CL-60D
60W Bi-color SMD Panel LED Light

♦ 900pcs ultra bright long-life LEDs
♦ Surface mounted LED technology
♦ Half-peak 65° wide beam angle
♦ 2700K-6500K continuously adjustable
♦ 60W power, 2000Lux @ lm e te r
♦ 0-100% flick-free dimming
♦ CRI Ra 98,TLCI 99
♦ DMX512 controlled color and dimmer
♦ LCD display color and dim m ervalue
♦ Power by V-mount battery or AC-DC adaptor
♦ 4-leaf metal bam doors and Yoke bracket
♦ Optional 40° honeycomb

CL-120D
120W Bi-color SMD Panel LED Light

♦ 1800pcs ultra bright long-life LEDs
♦ Surface mounted LED technology
♦ Half-peak 65° wide beam angle
♦ 2700K-6500K continuously adjustable
♦ 120W power, 3700Lux @ lm e te r
♦ 0-100% flick-free dimming
♦ CRI Ra 98, TLCI 99
♦ DMX512 controlled color and dimmer
♦ LCD display color and dim m ervalue
♦ Power by V-mount battery 〇「AC-DC adaptor
♦ 4-ieaf metal barn doors and Yoke bracket
♦ Optional 45° honeycomb

■  Specifications:

Model CL-60D CL-120D 1

LED 900pCS SMD LEDs 1800pcs SMD LEDs

Lum indncs 2000Lux @ lm 3700Lux @ lm

Beam angle Half-peak 65° Half-peak 65°

C o lo r te m p e ra tu re 2700K-6500K 2700K-6500K

C o lo r R endering CRI 98; TLCI 99 CRI 98; TLCI 99

P ower 60W 120W

In p u t vo ltag e DC11V-17V DC11V-17V

W eigh t 3.2kg 4.7kg

L ig h tin g  area 310X310 mm 600 X 310mm

D im ension 354X354X73.5 mm 644X354 X 73.5mm
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演播室平板灯 II

S-2430C
100W Bi-color SMD Panel LED Light

♦ 1152pcs ultra bright long-life LEDs
♦ Surface mounted LED technology
♦ Half-peak 70o wide beam angle
♦ 3200K-5600K continuously adjustable
♦ 100W power, 2500Lux@ lm e te r
♦ 10%-100°/〇 flick-free dimming
♦ CRI Ra 93, TLCI 97
♦ DMX512 controlled color and dimmer
♦ LCD display color and dim m er value
♦ Power by V-mount battery or AC-DC adaptor
♦ All-metal housing w ith 4-ieaf barn doors
♦ Standard Yoke & optional Pole operated Yoke

S-2440C
50W Bi-color SMD Panel LED Light

♦ 576pcs ultra bright long-life LEDs
♦ Surface mounted LED technology
♦ Half-peak 70o wide beam angle
♦ 3200K-5600K continuously adjustable
♦ 50W power, 1250Lux @ lm e te r
♦ 10%-100〇/〇 flick-free dimming
♦ CRI Ra 93, TLCI 97
♦ DMX512 controlled color and dimmer
♦ LCD display color and dim m er value
♦ Power by V-mount battery 〇「AC-DC adaptor
♦ All-metal housing w ith 4-ieaf barn doors
♦ Standard Yoke & optional Pole operated Yoke

■  Specifications:

Model S-2430C S-2440C I

LED 1152pcs SMD LEDs 576pcs SMD LEDs

Lum inance 2500Lux @  lm 1250Lux@ lm

Beam angle Half-peak 70° Half-peak 70°

C o lo r te m p e ra tu re 3200K-5600K 3200K-5600K

C o lo r R endering CRI 93; TLCI 97 CRI 93; TLCI 97

P ower 100W 50W

In p u t vo ltage DC12V-17V DC12V-17V

W eigh t 5.8kg 4.1kg

L ig h tin g  area 477X237 mm 237 X  237mm

D im ension 630X440X83 mm 395 X 375 X 83mm
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] Panel Light

S-2110C/D
40W DIP Panel LED Light

♦ 576pcs long life DIP-LEDs
♦ 40W, 10%-100°/〇 flick-free dimming
♦ Touch-screen LCD display and control
♦ 4-leaf metal barn doors and Yoke bracket
♦ Power by V/Gold m ount battery or AC-DC adaptor

S-2110C: 3200-5600K adjustable, 1600Lux@lm  
S-2110D: 5600K with 3200K filter, 3200Lux@lm

S-2110C rear S-2110D rear

S-2120C rear S-2120D rear

■  Specifications:

S-2120C/D
70W DIP Panel LED Light

♦ 1024pcs long life DIP-LEDs
♦ 70W, 10%-100°/〇 flick-free dimming
♦ Touch-screen LCD display and control
♦ 4-leaf metal barn doors and Yoke bracket
♦ Power by V/Gold mount battery or AC-DC adaptor

S-2120C: 3200-5600K adjustable, 2600Lux@lm  

S-2120D: 5600K with 3200K filter, 5100Lux@lm

Model Color temperature Luminance Power Input voltage Dimension Weight

S-2110C 3200K-5600K continuous
3200K: 1500Lux@ lm 
5600K: 1600Lux@ lm <40W

DC 11-17V, 
4-pin XLR socket 403 X 300 X  95mm 1.9kg

S-2110D 5600K, and 3200K by filte r 3200Lux@ lm <40W
DC 11-17V, 

4-pin XLR socket 403X300X95m m 1.9kg

S-2120C 3200K-5600K continuous
3200K: 2500Lux@ lm  
5600K: 2600Lux@ lm <70W

DC 11-17V, 
4-pin XLR socket 403 X 450 X 95mm 2.7kg

S-2120D 5600K, and 3200K by filte r 5100Lux @ lm <70W
DC 11-17V, 

4-pin XLR socket 403X450X95m m 2.7kg
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DMX Consoler |

Light Adaptor

LA-WR8
8-ch Pocket Wireless DMX Consoler

♦ Pocket size portable DMX consoler
♦ 2.4G wireless quick connection w ith light adaptors
♦ 400m (LOS) transmission distance
♦ Compactible w ith all standard DMX512 lights
♦ 8 channels X 7 groups switching
♦ Power by 2X  AA batteries or Micro USB input

Powered by 2x AA batteries, working Light adaptor compatible with all standard 5-pin DMX port lights, and powered by USB.
4 hours, and enter sleep mode if no SWIT PL-E, FL-C, CL, SL series and ARRI Skypanel provide USB socket on the light,
operation after 1 minute. Support For other lights without USB, please use battery with USB socket or USB power bank.
Micro USB power input as well.

■  Specifications:

Model LA-WR8 Consoler LA-WR8-R Light Adaptor

Wireless 2.4G transmission

Distance 400 meters (Line-of-Sight)

Input Voltage 2x M  batteries o r 5V Micro USB 5V Micro USB

Power Consumption 1W 0.5W

Dimension 184mm X  84m m X  22mm 110mm X 70m m X  12mm

Weight Approx. 274g Approx. 47g
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| Accessories

■ Battery Plate and Adaptor

S-7000A/S

Battery Plate with D-tap
Open end DC wires 
S-7000A: Gold mount 
S-7000S: V-mount

S-7005SKA-A20S

ARRIALEXA V-mount Plate
For ALEXA LF/65/SXT, AMIRA etc. 
Detect and active 22-33.6V output of 
PB-H Bi-voltege batteries.
CNC housing, D-tapx2, LEMO, USB.

S-7005A

V-mount to Gold Mount Plate
Adapt Gold mount batteries to V-mount 
cameras, with D-tap output socket

Gold Mount to V-mount Plate
Adapt V-mount batteries to Gold mount 
cameras, with D-tap output socket

DV Battery Plate with Clamp Battery Plate with Clamp Battery Plate for Monitors Battery Plate for Monitors
Provides 5.5/2.1mm pole-tap DC socket 
S-7200F: SONY NP-F970/770 
S-7200U: SONYBP-U30/60 
S-7200D: Panasonic CGA-D54/VW-VBD58 
S-7200C: Canon BP-945/970G

For lighting tripod installation, provides 
D-tap DC socket 
S-7200A: Gold mount 
S-7200S: V-mount

Gold mount/V-mount plate with 2-pin 
DC plug for SWIT S-1071 /1093 /1173 /  
1223 /1243 /1273 series monitors

Gold mount/V-mount plate with 
2-pin DC plug for SWIT S-1073F and 
CM-S73H monitors

S-7000F/U/D/V/I/C/E S-7004F/U/D/V/I/C/E

m

S-7003F/U/D/V/I/C/E

■
S-7006F/U/D/V/I/C/E

Various DV Battery Plate
With open end DC wires 
S-7000F: SONYNP-F970/770 
S-7000U: SONYBP-U30/60 
S-7000D: Panasonic CGA-D54/VW-VBD58 
S-7000V: JVC BN-VF823 
S-7000i: SSL-JVC50/75 
S-7000C: Canon BP-945/970G 
S-7000E: Canon DSLR LP-E6

Snap-on type DV Battery Plate
Quick release and interchange, for SWIT 
S-1093 /1071 monitors or S-2241 /  2041 /  
2070 lights
S-7004F: SONYNP-F970/770
S-7004U: SONYBP-U30/60
S-7004D: Panasonic CGA-D54 /  VW-VBD58
S-7004V: JVC BN-VF823
S-7004i: SSL-JVC50/75
S-7004C: Canon BP-945/970G
S-7004E: Canon DSLR LP-E6

DV plate with 5.5mm DC plug
Dedicated for S-1053F monitor
S-7003F: SONY NP-F970/770
S-7003U:SONYBP-U30/60
S-7003D: Panasonic CGA-D54 /  VW-VBD58
S-7003V:JVCBN-VF823
S-7003i: SSL-JVC50/75
S-7003C: Canon BP-945/970G
S-7003E: Canon DSLR LP-E6

DV plate with 2-pin DC plug
Dedicated for S-1073F, CM-S73H monitors
S-7006F: SONY NP-F970/770
S-7006U:SONYBP-U30/60
S-7006D: Panasonic CGA-D54 /  VW-VBD58
S-7006V:JVCBN-VF823
S-7006i: SSL-JVC50/75
S-7006C: Canon BP-945/970G
S-7006E: Canon DSLR LP-E6
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Accessories |

■ Light Stand

L-2000C QH-J2200 QH-J288C

Portable Light Stand Light Stand Air Cushioned Light Stand
Folded height: 485mm Folded height: 700mm Folded height: 1050mm
Max height: 2000mm Max height: 2230mm Max height: 2500mm
Diameter: 16/19/22/26/29mm, 5 sections Diameter: 22/25/30mm, 3 sections Diameter: 25/30/35mmJ 3 sections
Head:l/4” and 3/8” Head:l/4" and 3/8” Head:l/4Band3/8n
Max Load: 2.5kg Max Load: 6kg Max Load: 8kg
Weight: 1.1kg Weight: 1.5kg Weight: 1.65kg

■ Cable and Connector

D-tap to 4-pin XLR DC Cable
Plug into D-tap socket and 
output DC via 4-pin XLR connector

4-pin XLR Female to Male Cable
For SWIT S-3812A/S，S-3822A/S, PC-P430A/S 
chargers, S^010/4020/4040, TD-R210A/S 
adaptors to  output DC via 4-pin XLR 
connector.

D-tap Open End DC Cable
D-tap cable with one end opened 
for customer connGction

D-tap to Pole-tap DC Cable
Plug into D-tap socket and output DC via 
5.5/2.1mm pole-tap

S-7101 S-7104

S-7108 S-7500F/P/I/C

泰
S-7111

Pole-tap to Pole-tap DC Cable
DC cable with both ends of 5.5/2.1mm 
Pole-tap connector

Dummy Battery Adaptor
Dummy battery with 5.5/2.1mm pole-tap 
DC cable connector 
S-7500F: SONY NP-F970/770 
S-7500P: Panasonic CGA-D54 
S-7500i: SSL-JVC50/75 
S-7500C: Canon BP-945/970G

D-tap to USB Adaptor
Attach to battery D-tap socket, 
convert to 5V/1.5A USB output, and 
return a D-tap output


